BLUEBIRD

INDUSTRIES

CHAINSAW
CS250

BLUERIRD

INDUSTR|ES

Before using the chainsaw, read this manual carefully so you understand the correct
use of the product. Keep the Manual.

-original instructions-



EXPLANATION OF SYMBOLS AND SAFETY WARNINGS

Resd operator's instruction
book before operating this
machine.

Wear head, eye and ear
protection.

Use the chain saw Warning! Danger of
with two hands. kickback.

Read, understand and
follow all warnings.
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1. For safe operation

1. Never operate a chain saw whenyou
are fatigued, ill, or upset, orunderthe
influence of medication thatmay

make you drowsy, or if you are under
the influence of alcohol or drugs.

2. Use safety footwear, snugfitting
clothing and eye, hearing and head
protection devices.

3. Always use caution when handling
fuel. Wipe up all spills and then move
the chain saw at least 3 m from the
fueling point before starting the engine.
3a. Eliminate all sources of sparks or
flame (i.e. smoking, open flames, or
workthatcan cause sparks)inthe
areas where fuelis mixed, poured,

or stored.

3b. Do not smoke while handling fuel or
while operating the chain saw.

4.Donotallow other personstobe near
the chain sawwhen starting or cutting.
Keep bystanders and animals
outofthe work area. Children, pets

and bystanders should be a minimum
of 10 m away when you start or operate
the chain saw.

5. Never start cutting until you have a
clearwork area, secure footing, and
aplanned retreat path from the falling
tree.

6. Always hold the chain saw firmly with
both hands when the engine is running.
_ Useafimm grip with thumb and
nngers encircling the chain saw

" handles.
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7.Keep all parts of your body away from

Ly Y ’; the saw chain when the engine is running.
([

8. Before you startthe engine, make
sure the sawchainis notcontacting
anything.

Fre e

9. Always carry the chain saw with the
engine stopped, the guide bar and
saw chain tothe rear, and the muffler
away from yourbody.

10. Always inspect the chain saw before
eachuse forworn, loose, or damaged
parts. Never operate achain
sawthatisdamaged, improperly
adjusted, oris notcompletely and
securely assembled. Be sure thatthe
saw chain stops moving when the
throttle control trigger is released.

11. Allchain saw service, otherthanthe
itemslisted inthe Owner's Manual,
should be performed by competent
chain saw service personnel. (E.g.,
ifimproper tools are used to remove
the flywheel, orif an impropertool is

) usedto hold the flywheelin orderto
remove the clutch, structural damage
to the flywheel could occur which
could subsequently cause the flywheel
todisintegrate.)

12. Always shut off the engine before
settingitdown.

13. Use extreme caution when cutting
. smallsize brush and saplings because
slender materialmay catch the

saw chain and be whipped toward

you or pullyou off balance.
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be alertfor spring- back so that
youwill notbe struck when the tension
inthe wood fibersis released.

14.When cutting a limb thatis under tension,



15. Never cutin high wind, bad weather, steps to keep cutting jobs free from

o when visibility is poor or in very high accidentorinjury. _ _
. &3 or low temperatures. Always check (1) With abasicunderstanding of kickback
Rt the tree for dead branches which youcan reduceoreliminatethe
\ could fall during the felling operation. element of surprise. Sudden surprise
’ i (ié contributes to accidents.
16. Keep the handles dry, clean and free (2)Keepa goodgriponthe sawwith
of oil or fuel mixture. both hanl:ls, the ﬂght handonthe rear

handle,and the left hand onthe front
handle, whenthe engineis running.
Use afirm gripwiththumbsand fingers
encircling the chain saw

17. Operate the chain sawonly inwell
ventilated areas. Never start or run
the engine inside a closed room or
building. Exhaust fumescontaindangerous *

carbon monoxide. handles. Afirm gripwill help you reduce
18. Do notoperate the chainsaw ina tree kickback and maintain control
unless specially trained to do so. of the saw.

19. Guard against kickback. Kickbackis )]"" Il z'
the upward motion of the guide bar —

which occurs when the saw chain at

the nose of the guide bar contacts

anobject. Kickback canlead to dangerous
loss of control of thechainsaw.

(3) Make certainthat the area inwhich
you are cutting isfree from obstructions.

Donotlet the nose of the guide

barcontactalog, branch, or any
20. When transporting your chain saw, otherobstruction which could be hit
make sure the appropriate guide bar whileyou are operating the saw.
scabbard isin place. (4) Cut at high engine speeds.

KICKBACK SAFETY PRECAUTIONS
FOR CHAIN SAW USERS

A WARNING

(5) Donotoverreach orcut above shoulder
height.

Kickback may occur whenthe nose
ortipofthe guide bar touches an
:%e;,t'ng;:sh?:etgx mﬁ 'ﬁﬁiﬁut (6) Follow the manufacturer's sharpening
Tip contactin some cases may cause andmaintenance instructions for the

; ~ ¢ alightningfastreverse saw chain.

v( reaction,kickingthe guide bafupglnd T m—————
' backloward_s the operator. Pinching . i Yy 'f‘e;()!b s '

Q/ the sawchainalongthe topof the £ A chains specified by the manufacturer
guide bar may push the guide bar e or the equivalent.
rapidly back towards the operator. {"I

Either of these reactions may cause
you to lose control of the saw, which
could resultin serious personal injury.
* Donotrely exclusively on the safety
devices builtinto your saw. Asa chain
saw user youshouldtake several



2. Explanation of Symbols on the Machine

A

Forsafe operation and maintenance, symbols are carved in relief on the
machine.
According to these indications, please be careful not to make any mistake.
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The port to refuel “MIX GASOLINE"
Position: Fuel cap

The port to top up chain oil
Position: Oil cap

Setting the switch to the “O" position, the engine stops immediately.
Position: Front at the top of the rear handle

Starting the engine. If you pull out the choke knob (at the back-right of
the rear handle) to the point of the arrow, you can set the starting mode
as follows:

* First-stage position — starting mode when the engine is warm.

* Second-stage position — starting mode when the engine is cold.
Position: Upper-right of the aircleaner cover

The screw underthe “H" stamp is The High-speed adjustment screw.
The screw underthe “L" stamp is The Slow-speed adjustment screw.
The screw at the left of the “T" stamp is the Idle adjustment screw.
Position: Left side of the rear handle

Shows the directions that the chain brake is released (white arrow) and
activated (black arrow).
Position: Front of the chain cover

If you turn the rod by screwdriver follow the arrow to the "MAX" position,
the chainoil flow more, and if you turn to the "MIN" position, less.
Position: Bottom of the power unit




3. Installing Guide Bar and Saw Chain

A standard saw unit package contains the items as illustrated.

Bar protector

~~ é )9
Guide bar

==
Saw chain

Plug wrench

\

Screwdriver for
carburetor adjustment

Open the box and install the guide bar and the saw
chain on the power unit as follows:

The saw chain has very sharp edges. Use
thick protective gloves for safety.

1.Pullthe guard towards the fronthandle to check that
the chain brake is notengaged.

2. Loosen the nuts and remove the chain cover.

3. Fix the hanger on the rear of power unit by screw.

4. Mount the guide bar then fit the saw chain around
the bar and sprocket.

Moving direction

Pay attentiontothe correctdirection of the saw chain.

Moving direction

5. Fitthe chain tensioner nutinto the lower hole of the
guide bar, theninstall the chain cover, and fasten
the mounting nut to finger tightness.

Wheninstalling the chain cover, be sure to fit
the hook completely at the rear end of the cover.

6. While holding up the tip of the bar, adjustthe chain
tension by tuming the tensioner screw until the tie
straps just touch the bottom side of the bar rail.

Tensio'ner screw

Tighten

7. Tighten the nuts securely with the bartip held up
(11.8-14.7 N.m./120-150 kg-cm). Thencheckthe
chain for smooth rotation and proper tension while
movingit by hand. If necessary, readjustwith the
chain cover loose.

8. Tighten the tensioner screw.

A new chain will expand its length inthe
beginning of use. Check and readjust the
tension frequently as aloose chain can easily
derail or cause rapid wear of itseif and the
guide bar.




4.Fuel and Chain Oil

EFUEL

AWARNING

*Gasolineis very flammable. Avoid smoking or
bringing any flame or sparks near fuel. Make sure
tostop theengine and allow it cool before refueling
the unit. Select outdoorbare ground for fueling
and move atleast3m (10 ft)away from the

fueling point before starting the engine.

*Donotuse BIAor TCW (2-stroke water-cooling type)
mixed oil.

BMRECOMMENDED MIXING RATIO
GASOLINE 25: OIL 1

* Exhaust emission are controlled by the fundamental
engine parameters and components (eq..
carburation, ignition timing and port timing) without
addition of any major hardware or the introduction
ofaninert material during combustion.

*These engines are certified to operate on unleaded
gasoline.

*Make sure to use gasoline with a minimum octane
numberof 89RON (USA/Canada: 87AL).

«|fyou use a gasoline of alower octane value than
prescribed, there is a danger that the engine temperature
may rise and an engine problem such as

piston seizing may consequently occur.
*Unleaded gasoline is recommendedto reduce the
contamination of the air for the sake of your health
andthe environment.
* Poor quality gasolines or oils may damage sealing
rings, fuel lines or fueltank of the engine.

BHOW TO MIX FUEL
A *Pay attention to agitation.

1. Measure out the quantities of gasoline and oil to be
mixed.

2. Put some of the gasoline into aclean, approved fuel
container.

3. Pourinall ofthe oil and agitate well.

4. Pourinthe rest of gasoline and agitate again for at
leastone minute. As some oils may be difficultto
agitate depending on oil ingredients, sufficient agitation
is necessary forthe engine to lastlong. Be

careful that, ifthe agitation is insufficient, thereis an
increased danger of eary piston seizing due to abnormally
lean mixture.

5. Put aclearindication onthe outside of the container
to avoid mixing up with gasoline or other containers.

6. Indicate the contents on outside of container for easy
identification.

BFUELING THE UNIT

1. Untwistand remove the fuel cap. Restthecapona
dustless place.

2. Putfuelinto the fueltank to 80% of the full capacity.
3. Fastenthe fuel cap securely and wipe up any fuel
spillage around the unit.

AWARNING

1. Selectbare ground for fueling.

2. Move at least 10 feet (3 meters) away from the fueling
point before starting the engine.

3. Stop the engine before refueling the unit. Atthattime,
be sure to sufficiently agitate the mixed gasolinein

the container.

BFOR YOUR ENGINE LIFE, AVOID:

1. FUELWITH NO OIL (RAW GASOLINE) ~ It will cause
severe damage to the intemnal engine parts very

quickly.

2. GASOHOL ~Itcan cause deterioration of rubber and/
or plastic parts and disruption of engine lubrication.
3.0ILFOR4-CYCLE ENGINE USE - Itcan cause spark
plug fouling, exhaust port blocking, or pistonring
sticking.

4.Mixedfuels which have been left unused fora
period of one month or more may clog the carburetor
and result inthe engine failing to operate properly.
5.Inthe case of storing the product for a long period
oftime, clean the fuel tank after rendering itempty.

Next, activate the engine and empty the carburetor
ofthe composite fuel.

6. Inthe case of scrapping the used mixed oil container,
scrap itonly atan authorized repository site.

Note: As for details of quality assurance, read the description
inthe section Limited Warranty carefully. Moreover, normal wear and
change in product with no functional infuence are not covered by
the wamanly. Also, be careful thal, if the usage in the instruction
manua is not observed as to the mixed gasoline, elc. described

therein, it may notbe coveredby the warranty

ECHAIN OIL
Use motor oil SAE #10W-30 all year round or SAE

#30 ~ #40in summer and SAE #20inwinter.

Note:Do notuse wasted or regenerated oil that can cause

damage to the oil pump.




5. Operating the Engine

Itisvery dangerousto run a chainsaw thatmounts
broken parts orlacks any parts.

Before starting engine, make sure thatall the parts
including barand chain are installed properly.

B STARTING THE ENGINE

1. Fillfuel and chain oil tanks respectively, and tighten
the caps securely.

e
Fuel -

Chain oil”

2. Continuously push the priming bulb until fuel comes
in the bulb.

3. Setthe switchto"I” position.

Throttle

}t \ Switch interlock

)%

4. Pull outthe choke knob to the second-stage position.

Thechoke willclose and the throttle lever will then
be setin the starting position.

_When the engine is cool

'
a37 . When the engine is warm up
™ After the engine starts

Note: When restartingimmediately after stopping the engine,
setthe Choke knob in the firsl-stage position{choke open
and throttle lever inthe starting position).

Note:Once the choke knob has been pulled out, it will not
return to the operating position even if you press

down on it with your finger. When you wish to retum

the choke knob to the operating position, pull out

the throtile leverinstead.

5. While holding the saw unitsecurely on the ground,
pull the starter rope vigorously.

AW
Do not startthe engine while the chain saw

hangsin one hand. The sawchain may touch
your body. This in very dangerous.

6. When engine hasignited, first push inthe choke knob
tothe first-stage position and then pullthe starter
againto startthe engine.

7. Allow the engine to warm up with the throttle lever
pulled slightly.

Keep clear of the saw chain as it will start
rotating upon starting of engine.

Before you start the engine, make sure the
saw chain is not contacting anything.

B CHECKING THE OIL SUPPLY

Make sure to set up the bar and the chainwhen
checking the oil supply.

If not, the rotating parts may be exposed. Itisvery
dangerous.

After starting the engine, runthe chain at medium speed
andseeif chain oil is scattered off as shown inthe figure.

The chainoil flow can be changed by insertinga
screwdriver in the hole on bottom of the clutch side.
Adjust according to your work conditions.

= _~ Chain oil flow
Lean adjusting shaft

Note:The oil tank should become nearly empty by the time fuel is
used up. Be sure to refill the oil tank every time when refueling the
saw.

B ADJUSTING THE CARBURETOR

Idle adjusting
screw

H needle

-1 N

The carburetor on your unit has been factory adjusted,

but may require fine tuning due to a change in operating
conditions.

Before adjusting the carburetor, make sure thatthe provided
air/fuelfilters are clean and fresh and the fuel properly
mixed.

When adjusting, take the following steps:

Note:Be sure to adjust the carburetorwith the bar chain attached.




1. Stop engine and screw in boththe H and L needles
until they shop. Never force them. Then set them back
the initial number of turns as shown below.

W2 1M

Hneedle : 1"=™ Lneedle: 1"

2. Startthe engine and allow itto warm up athalf-throttle
3.Turnthe L needle slowly clockwise to find a position
where idling speed is maximum, then set the needle
back aquarter(1/4) turn counterclockwise.

4. Turntheidle adjusting screw (T) counterclockwise

so thatthe saw chain does notturn. If theidling

speed is too slow, turn the screw clockwise.

4.Make a testcutand adjustthe H needle for best
cutting power, notformaximum speed.

B CHAIN BRAKE

The chainbrake is a device which stops the chaininsta-
ntaneouslyif the chain saw recoils due to kickback.
Normally, the brake is activated automatically by inertial
force. It can also be activated manually by pushing the
brake lever (left-hand guard) down toward the front.
Whenthe brake operates, ayellow cone pops up from
the base of the brake lever.

Releasing the Brake

Pullthe brake lever up toward the left-hand handle until
itclicks into place.

6. Sawing

*Whenthe brake operates, release the throttie
leverto slow down the engine speed. Continu-
ous operation with the brake engaged willgen-
erate heat from the clutch and may cause
trouble.

* Atmachineinspection priorto eachjob, check

the operating condition of the brake following
the steps.

1. Start the engine and grasp the handle securely with
both hands.

2. Pulling the throttle lever to maintain the chain operation,

pushthe brake lever (left-hand guard) down

toward the front using the back of yourleft hand.

3. When the brake operates and the chain is stopped,
releasethe throttle lever.

4. Releasethe brake.

B STOPPING THE ENGINE
1. Release the throttle lever to allow the engine toidle

forafew minutes.
2.Setthe switchto the“O" (STOP) position.

*Before proceedingto yourjob,
read the section “For Safe
Operation”. Itis recommended
tofirstpractice sawing easy
logs. This alsohelpsyou get
accustomedto your unit.

* Always follow the safety regul-
ations.The chain saw must
only be used for cutting wood.
Itis forbidden to cut other

types of material. Vibrations
and kickback vary with different
materials and the requirements
of the safety regulations

would not be respected. Do
notusethe chain saw asa lever
forlifting, moving or splitting
objects. Do notlock itover
fixed stands. Itis forbidden to
hitch tools or applications to
the PTO otherthanthose
specified by the manufacturer.

«|tis notnecessaryto force the saw into the
cut. Apply onlylight pressure while running the
engine atfull throttle.

*When the saw chainis caughtinthe cut, do
notattempttopullitout byforce, butusea

wedge ora leverto openthe way.

B GUARD AGAINST KICKBACK




*This saw is equipped withachain
brake that will stop the chain inthe
eventof kickback if operating properly.
You mustcheck the chainbrake
operation before each usage by running
the saw at fullthe throttle forl -

2 seconds and pushing the front

hand guard forward. The chain

should stop immediately with the
engine at full speed. Ifthe chain is
slow to stop ordoes notstop, replace
the brake band and clutch

drum before use.
«|tisextremelyimportantthat the
chain brake be checked for proper
operation before each use and that
the chainbe sharp in order to maintain
the kickback safety level of this

saw. Removal of the safety devices,
inadequate maintenance, orincorrect
replacementof the bar or chain

may increase therisk ot serious personal
injury due to kickback.

LA I A

@

TN,

TR
13

1 _.-( ] _.
jS((L.OﬁﬁM)l

B FELLING A TREE

Felling direction ‘

Notch cut 1 &.—8 A2 Felling cut
D { ng

1.Decide the felling direction considering the wind,
lean of the tree, location of heavy branches, ease of
completing the task after felling and other factors.
2.While clearingthe area around thetree, arrange a
good foothold and retreat path.

3. Make a notch cutone-third of the way into the tree
onthefelling side.

4. Make afelling cut from the opposite side of the notch
and at a level slightly higher than the bottom of the
notch.

Whenyoufell atree, be sure towam neighboring
workers ofthe danger.

Bucking and Limbing

= Always ensure your foothold. Donotstand on
thelog.

*Bealerttothe rolling over of acut log. Especially
when working on a slope, stand on the

uphill side ofthe log.

*Follow the instructions in “For Safe Operation”
to avoid kickback of the saw.

A

Before startingwork, check the direction of bending
force inside the logto be cut. Always finish cutting from
the opposite side of the bending direction to prevent
the guide bar from being caughtin the cut.

10

A log lying on the ground

Saw down halfway, thenrollthe logoverand cut from
the opposite side.

A log hanging off the ground

Inarea A, saw up from the bottom one-third and finish
by sawing down fromthe top. In area B, saw down from
the top one-third and finish by sawing up from the bottom.

Cutting the limbs of Fallen Tree

)]
Firstcheck towhich side the limbis bent. Then make
theinitial cut from the bent side and finish by sawing
fromthe opposite side.

A\ Beaentothe spiingingback ofa cutlimb.

Pruning of Standing Tree

Cutup fromthe bottom, finish down from the top.

*Donotuseanunstable foothold or ladder.

*Donotoverreach.

*Donotcutabove shoulder height.

* Always use both your hands to hold the
saw.




7. Maintenance

Before cleaning, the inspecting or re pairing the unit,
make sure thatengine has stopped andiscool.
Disconnect the spark plugto preventaccidental
starting.

B MAINTENANCE AFTER EACH USE

1. Airfilter

Loosen the knob and remove the air cleaner cover. Take off the
filter elements andtap off attached sawdust. Whentheyare

extremelydirty, shakewash with gasoline. Dry them completely

before reinstalling.

2.Oiling port
Dismount the guide bar and check the oiling portforclogging.

3.Guidebar

When the guide bar is dismounted, remove sawdust in the bar
groove and the oiling port.

<Type:sprocketnose>

Grease the nose sprocket from the feeding port on the tip of
the bar.

SN Oling port
a7

=

Grease port
Sprocket

4.0Others

Check forfuel leakage and loose fastenings and damage to
major parts, especially handle joints and guide bar mounting.
If any defects are found, make sure to have them repaired
before operating the saw again.

B PERIODICAL SERVICE POINTS

1. Cylinder fins

1.Remove the starter case.

2.Remove sawdust between the cylinderfins.

1

2. Fuel filter
(a) Using awire hook, take out the filter fromthe filler port.

(b) Wash thefilter with gasoline.
Replace with new one if clogged with dirt completely.

When returning thefilter, use a pinch notto be
folded the suction pipe.

3. Oilfilter

1. With a wire hook, take out the oilfilter from the feeding
port.

2 Wash the filter with gasoline.

Whenreturning the filter, use a pinch notto be
folded the suction pipe.

7 Qil filter

4.Spark plug

0.6mm

Cleanthe electrodes withawire brush and reset the gap to
0.6 mm asnecessary.

5.Sprocket

Check for cracks and for excessive wearinterfering with the
chaindrive. Ifthe wear isconsiderable, replace itwith new
one. Neverfita newchain onaworn sprocket, orawornchain
on anew sprocket.




6. Way of the cooling air

A

-'I-'heengine metal parts can burn your skin. Never
touch the cylinder, muffler or ignition plugetc.
during operation or right after stoppingthe
engine.

= Before starting the engine, check aroundthe
muffler andtake off sawdust. If you do not, itwill
cause the overheating and a fire. For preventing

thetrouble, please keep cleanaround the
muffler.

Thisengineisair-cooled. Dust cloggingbetweenthe inletport
of the cooling air and cylinder fins will cause overheating of
the engine. Periodically check and cleanthe cylinder fins after
removing the aircleanerand the cylinder cover.

inlet port of the cooling air ~.i
\

Important. When installing the cyfinder cover, make sure that switch wires
and grommets are positioned corractly in place.

7. Muffler

If you do not attach the muffler correctly, after engine
starts, the muffler will be loosenandthe
hightemperature exhaust gas spout. After cleaning
the muffler, pay attention to fit up the muffier
accordingtothe explanation asfollows.

1. Muffler body, muffler coverand baffle will be combined
correctly. b=

2. Be surethe gasketis not broken. If it is broken, change to
the newone.

3. Before tightening the screw, rubthe grosson it.

4. Atter making atestrun, re-tighten the screw (TORQUE:
6.9-7.8N.m./70-80kg-cm)

Right after stoppingthe engine,donot touch the
mufflerwith one's bare hands. Itwill cause toburn
your hands.

If carbon clogs between the muffler, it will cause the poor-output
andthetroublein starting. Aftereach 100 hours, check
and clean inside the muffler.

8. Maintenance of Saw Chain and Guide Bar

B Saw Chain

Itisvery important for smooth and safe
Aoperation to always keep the cutters sharp.

The cutters need to be sharpened when:
* Sawdust becomes powder-like.

* Youneedextraforce to saw in.

* The cut path does not go straight.

* Vibrationincreases.

* Fuel consumptionincreases.

Cutter setting standards:

A Be sure to wear safety gloves.

Before filing:

* Make sure the sawchainis held securely.

* Make sure the engineis stopped.

* Use a round file of proper size forthe chain.
Chain type: 91VG / 25AP

File size: 5/32 in (4.0 mm)

12

Place the file on the cutter and push straight forward.
Keep thefile position as illustrated.

After each cutter hasbeen filed, check the depth gauge
andfileit tothe properlevelas illustrated.

Depth gauge standard u !'



Be sure to round off the front edge to reduce the
chance of kickback ortie-strap breakage.

Make sure every cutterhasthe same length and edge

angles as illustrated.

Cutter length

\'30-—— Filing angle

fO"_HQ i\ Side plate angle
- '!\so*
\ Top plate cutting angle

B Guide Bar

* Reverse the bar occasionally to prevent partial wear.
* The barrail should always be square. Check for wear

of the bar rail. Apply a ruler to the bar and the out-

9. Troubleshooting Guide

side of a cutter. If a gap is observed between them,
the rail is normal. Otherwise, the bar rail is worn.
Such a bar needs tobe corrected orreplaced.

Ruler

Gap

I{!
Nogap/‘i I

Chain tilts

Case 1.Starting fallure

Case 3. Oil does not come out

Case 2. Lack of power/Poor acceleration/
Rough idling

Check fuel for water Repl th

or substandard -»| e;: SCDWI proper

mixture. ue.

Check airfilterand

fuel filter for mp| Clean.

clogging.

Check carburetor = -
eadjustspeed

for inadequate = needljes P

adjustment. )

13

Make sure the icing prevention system s not Check oil for sub-
working. standard quality.  |™ Replace.
Check fuel for water : l'
or substandard = r!e;lalace With ptopeF Check oil passage
mixture. ook and ports for mp | Clean.
T clogging.
.' Remove anddry the
Check forengine =) spark plug.
flooding. Then pull the starter Ifthe unit seems to need further service, please consult
" again with no choke. with an authorized service shop inyour area.
Check spark ignition.| = :!Iig!ace with-a hew
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BLUE BIRD INDUSTRIES Fabbrica Motori srl
Via Due Camini 19,36010 Zane, Italia

b) TYPE / TYP / TYPE / TIPO / TIPO / TYPE / TYPE / TIPO / MALLI / TYPBE / TYPE / TYROR / TYP:
PN2500-2B/ CS 250

2000/14/EC (2005/88/EC) — Livelli di potenza sonora come da allegato VI — Sound Power Levels performed per annex VI
TIPO Livelli di Potenza Sonora Misurata / Livelli di Potenza Sonora Garantita LWA
Sound Power Levels Measured / Sound Power Level Guaranteed LWA
(dB)
PN2500-2B / CS 250 108/113

c) Il prodotto & conforme alle direttive - The product complies with the directives - Das Produkt entspricht den Richtlinien - Le produit est conforme aux directives - El

producto cumple con las directivas :
. 2006/42/EC —2014/30/EU — 2000/14/EC (2005/88/EC) — 2011/65/EU

d) Il controllo CE del campione di costruzione secondo la direttiva 2006/42/CE, Art 12.3(b) & stato eseguito presso:
The EC type examination test was carried out pursuant to Directive 2006/42/EC, Art 12.3(b) at:
Die EG-Baumusterpriifung nach Richtlinie 2006/42/EG, Art. 12.3(b) wirde durchgefiihrt bei:
L’examen CE de type conformément a la directive 2006/42/CE Art. 12.3(b) a été effectué par I'office de controle:
La prueba de examen CE de tipo se llevo a cabo de conformidad con la Directiva 2006/42 / CE, Art.12.3 (b) en:
. Intertek Deutschland GmbH StangenstraBe 1, 70771 Leinfelden-Echterdingen - Certificate No. 08SHW2072-16

e) REFERENCE TO STANDARDS/HARMONIZED STANDARDS - VERWEIS AUF NORMEN/HARMONISIERTE NORMEN - REFERENCE AUX NORMES/NORMES HARMONISEES -
REFERENCIA A ESTANDARES/ESTANDARES ARMONIZADOS - RIFERIMENTO ALLE NORME/NORME ARMONIZZATE - REFERENTIE NAAR
STANDAARDEN/GEHARMONISEERDE STANDAARDEN - REFERENCE TIL STANDARDER/HARMONISEREDE STANDARDER - REFERENCIA AS NORMAS/NORMAS HARMONIZADAS -
VITTAUS STANDARDEIHIN/YHTEISIIN STANDARDEIHIN - REFERERANDE TILL STANDARDER/HARMONISERADE STANDARDER - HENVISNING TIL STANDARD/FELLES
STANDARD - ANAXOPA KE KEXOMENA/ENAPMONIXMENA KEXOMENA - ODNIESIENIE DO NORM/NORM ZHARMONIZOWANYCH:

EN ISO 11681-2:2011+A1:17 EN ISO 14982:2009 ISO 22868:2011 EN ISO 3744:1995

Importato da - Imported by - Eingeflihrt von - Importé par - Importado por:

/B BLUE BIRD INDUSTRIES - FABBRICA MOTORI s.r.l.
$ ZANE’ (VI) — ITALIA 04-07-2014
The chairman — Der vorsitzender — Le président — El presidente — Il presidente — De
BLUEBIR D voorzitter — Daglig leder — O presidente — Toimitusjohtaja — Verkstéllande direktér — VANDA VITELLA

INDUSTRIES Administrerende direktgr — O [[POEAPOX - Prezes

FI) Teknisten asiakirjojen yilapitaja (SE) Teknisk dokumentation tillhandhallen av VANDA VITELLA

NO) Teknisk dokumentasjion vedlikeholdt av (GR) texvikd dpakelo mou tnpeitat and

(GB) Technical documentation maintained by (D) Technische Dokumentation aktualisiert durch BLUE BIRD INDUSTRIES - FABBRICA MOTORI s.r.l.
(F) Documentation technique maintenue par (E) Documentacion tecnica mantenida por

(I) Documentazione tecnica conservata da (NL) Technische documentatie onderhouden door

(DK) Teknisk dokumentation tillhandhallen av (P) Documentagao tecnica mantida por

(
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BLUE BIRD INDUSTRIES Fabbrica Motori s.r.l.
Via Due Camini, 19
36010 ZANE ITALIA
Tel. 0445 314138
Fax 0445 314225
www.bluebirdind.com






