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Dear user,
Thank you for choosing our product. We are developers and manufacturers of high-quality 
products in accordance with our customers' requirements. Our products still show excellent 
reliability under extreme conditions. The company itself is synonymous with excellent 
service quality. Our professional dealers provide services and support to resolve any doubts 
about our products. Thank you for your trust in our company. We wish you a pleasant user 
experience.

Carefully read all safety warnings and instructions. Failure to comply with 
the relevant warnings and instructions may result in electric shock, fire, or 
other serious injuries.
Keep the warnings and instructions for future reference.

Comply with national laws and regulations regarding waste disposal. 
Electronic and electrical devices must not be treated as household waste. 
Equipment, accessories, and packaging must be recyclable.

It is forbidden to dispose of the machine with regular waste

These hazard symbols indicate that it could cause serious injury or death.
These symbols related to operating methods indicate that serious injury and 
death can be avoided.
These symbols concerning operation indicate that damage to property and 
equipment can be avoided.

Attention

Environmental protection

Important description of symbols
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Read the instruction manual

If the power cable is
damaged or cut, unplug in 
time.

Wear noise-canceling 
headphones

Keep away from damp 
environments

Keep this tool away 
from rain.

Wear clothing
protective

Wear non-slip boots

Do not dirty

Warning Danger

Wear safety glasses

Electrical safety distance

Keep away from fire

Parts list
1. Brush cutter
2. Guard
3. Battery 
4. Strap support
5. Support tools

32

4

5

Chain direction Oil tank logo
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Product overview
This machine has the advantages of being compact, lightweight, easy to move, low noise, long 
working hours with energy saving and environmental protection, and good quality, etc. It is 
suitable for use in urban communities, school districts, industrial areas, parks, rural orchards, 
agriculture, etc.

Name and schematic diagram of each component
1. Bevel gear
2. Motor
3. Guard
4. Anti-vibration handle
5. Shoulder strap support
6. Motor assembly
7. Battery
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Technical specifications

Model BC 23-800 L
Maximum voltage 50.4V
Rated voltage 43.2V
Power 800 W
Maximum engine speed 9000RPM
Weight 4.8Kg
Cutting speed (speed adjustment at
3 gears)

5000rpm/5500rpm/6000rpm

Line diameter 2.4 mm
Effective cutting diameter 406 mm
Support function LCD screen, electronic switch
Overall machine dimensions 1793*627*564mm

Installation steps

1. Place the handle shell and the upper handle 
respectively on the bushing fixed to the shaft.
2. Adjust the angle of the handle, insert the nuts 
into the appropriate seats and tighten the four 
M5×30 bolts.

Disconnect the power supply when performing these operations!

Assemble the handle
M5x30 bolts

Handle
upper

Bushing
Handle shell

M5 nuts
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Assemble the guard
1. Install the M6 nuts in the appropriate holes, 
then install the bushing in the proper position 
on the aluminum tube;
2. Then fasten the guard and the upper plate to 
the bushing;
3. Install the M6 × 35 bolts and lock them after 
adjusting the relative positions of the guard and 
the working parts;

Replace the cutting head

1. When installing the head, insert the hex key 
into the disassembly hole to prevent it from 
rotating, then use the socket wrench to remove 
the nut until the protective cover and sleeve are 
removed;
2. Keep the hex key inserted in the disassembly 
hole and screw the head counterclockwise until 
it is firmly secured;
3. Finally, load the sleeve, the protective cover, 
and the nut in order.

M6x35 bolt

Guard 
cover

Bushing

Guard

M6 nuts

Head of 
cutting

Hole for
disassembly

Wrench
socket

Allen key 
hex
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Assemble the protective band for the cutting head

1. If it is necessary to change the protective 
band, loosen and remove the M5×20 bolts, 
remove the line cutter plate and the nuts;
2. Remove the protective band and replace it 
with a new one;
3. Install the M5 nuts in the appropriate holes, 
install the line cutter plate and the M5×20 bolts 
and tighten them;

Machine start-up
1. Activate the battery pack
2. Press the start button to turn on the entire 
machine
3. Press the safety button
4. Pull the trigger
5. Press the up/down button to adjust the 
cutting speed
6. After releasing the trigger, the machine stops. 
Repeat steps 3, 4, and 5 again to operate again. 
If necessary, reactivate the battery pack and the 
entire machine.

Guard

M5 nuts

Protective 
band

Line cutter 
plate

M5x20 
bolts

Install the battery pack
Align the battery pack with the sliding guide, 
push the battery and install it securely.

Motor cover

Battery pack

Gear upshift 
button

Downshift 
button

Start button

Trigger
Safety button
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In case of malfunction, handle it according to the command code shown on the screen.

Alarm meaning diagram
Alarm content Number of mother-

board LED flashes
Number of 
BUZZER beeps

LCD display failure Other in-
structions

No problems 0 0 E00

Injury protection 1 1 E01

Current sensor error 2 6 E02

MOS tube damage 3 6 E03

Peak overcurrent/avera-
ge current protection 5 5 E05

Chainsaw jammed 6 3 E06

Phase 7 4 E07

Overvoltage/under-
voltage 8 1 E08

MOS/chip overtempe-
rature 9 6 E09

EEPROM error 11 6 E11

Phase detection failed 12 4 E12

Programming error 13 6 E13

Communication betwe-
en motherboard and 
battery pack failed

17 10 E17

Note: E14: There is a definition, but the protection is not implemented. E15: There is a definition, 
to remind that the protection is not implemented, and the display emits five beeps per minute;

Battery charging 
The battery of the new product is not fully charged. Place the charger on a flat surface, insert 
the charger's power plug into the socket, and insert the other end into the charging port to 
connect the battery. The charger's indicator light is red, indicating that the charger is charging; 
the charger's indicator light is fully green and the charging operation is complete.
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Safety instructions for use
1. The first time, read this manual and understand the operating instructions before using this 
machine. The user is unaware and incorrect operation may endanger their own safety and that of 
others.

2. The following people cannot use this machine:
(1) Drunk people;
(2) Psychiatric patients;
(3) Children;
(4) People who cannot use it normally due to excessive fatigue, illness, etc.

3. Wear appropriate clothing during operation
(1) Wear professional protective clothing and long pants, but avoid loose clothes and pants
(2) Wear non-slip shoes

4. Never touch the disc:
(1) Do not touch the disc/pruner during operation
(2) When adding lubricating oil to the transmission parts, the switch must be turned off first to 
ensure the machine stops;
(3) When adding oil to the blade, turn off the switch to ensure the machine stops;

Special warnings:

Improper operation of this machine can cause personal safety hazards. Subject to the 
operator's attention to protection, unauthorized personnel are prohibited from approaching 
the workplace to prevent injuries caused by broken blades and scattered fragments. Elderly 
people, sick people, and children are prohibited from coming into contact with and using this 
machine.
Note: Our company assumes no responsibility for use outside the scope of application.
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Precautions before use
1. Check before use. If there are necessary adjustments or anomalies, consult maintenance 
personnel in time.
2. Items to check before use:

Items to inspect for safety
Items to inspect Check the content Treatment method

Disc Check that the disc is aligned and con-
nected and that there is no gap

Align the center hole

Disc screw Check that the disc is locked without 
any gap to prevent the disc from flying 
off

Lock before starting

Category of fastening parts There are leaks or loose parts Fastening

Blade/clamping It is sharp Copy

The battery is sufficient It must be charged in advance Charge

Machine operation There are anomalies in noise vibration Maintenance

Matters requiring attention during use
1. The blades/teeth must be sharpened from time to time, in order to maintain a good cutting 
effect and achieve high efficiency.
2. Use the machine only when the light is sufficient and the view is clear. Pay attention if the 
ground is slippery and if there is snow and ice to avoid slipping. There must be a secure foothold, 
do not work in unstable and unsafe places, and always pay attention to your balance.
3. Keep all parts of the body away from the cutting disc. Do not remove the cut material or take 
the material to be cut while the disc is moving. Make sure the switch is off and the power switch 
is off while cleaning material in the blocked rotor. If you are not careful during operation, serious 
personal injury will occur.
4. Hold the machine properly with both hands during operation to ensure it is within your control 
range.
5. Do not use this machine for a long time and rest for 10~20 minutes after every 30 minutes of 
work.
6. If the machine encounters stones or solid objects during cutting, immediately turn off the 
switch and check if the discs/teeth are damaged. Sharpen or replace the damaged chain before 
working again.
7. During machine operation, do not cut hard objects with excessive force to prevent the saw 
tooth from breaking.
8. If you feel strong vibrations during operation, turn off the switch and check if the saw blade/
blade and fasteners are loose.
9. In case of problems during use, immediately turn off the power switch.
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Maintenance and adjustment
Sharpening the discs 
If the disc is blunt or damaged and cannot function normally as before, it must be polished. If it is 
polished too much at once or has been polished many times, it must be replaced after it becomes 
dull.
When the machine is not used for a long period
(1) Clean any miscellaneous items on the machine body, clean the machine with a soft cloth, then 
place it in a dry place as far as possible to avoid rain.
(2) The battery should be charged every 3 months.
(3) Necessary repairs, replacements, and adjustments must be entrusted to a specialized shop or 
factory.

Common faults and troubleshooting methods

Fault Cause Remedy
The machine does not 
turn on

The cable plug is not 
inserted correctly

Insert the cable plug

Wire falling inside the 
machine

Connect the cables

Partial disconnection
of the battery power 
supply

Test and connect with a 
multimeter

Noise Frequent disc blockage Do not press too hard
The bearing wear is 
severe

Replace the bearings

Overheating Prolonged use Let it rest for 20-20 minu-
tes after every 30 minutes 
of normal operation

Safety warnings
1. Make sure the power cable is away from the cutting area. During cutting, the power cable may 
be hidden in the grass and inadvertently cut.
2. When the cutting device touches the black cable or your own cable, hold the tool by the 
insulated gripping surface.
3. When the cutting device touches a live wire, the exposed metal parts of the tool will become 
live and the operator may receive an electric shock.
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Safety code for the use of power tools

(1) Workplace safety
a. Keep the workplace clean and well-lit, clutter and darkness will cause accidents.
b. Do not use power tools in explosive environments, such as flammable liquids, gases, or dust. 
Sparks generated by power tools ignite dust or gas.
c. Keep children and bystanders away and do not let them use power tools. Distraction will cause 
the operator to lose control of the tool.

(2) Electrical safety
a. The plug of power tools must match the outlet and the plug must not be modified in any 
way. Power tools that require grounding cannot use any adapter. Unmodified plugs and suitable 
outlets reduce the risk of electric shock.
b. Avoid human contact with grounded surfaces, such as pipe cooling fins and refrigerators. If the 
body is grounded, the risk of electric shock increases.
c. Do not expose power tools to rain or damp environments. Water entering power tools 
increases the risk of electric shock.
d. Do not misuse power cords. Never pull the power tool by the cord or unplug it by pulling the 
cord. Keep cords away from oil, heat sources, sharp edges, or moving parts. Damaged or twisted 
cords can increase the risk of electric shock.
e. When using power tools outdoors, use an extension cord suitable for outdoor use, which will 
reduce the risk of electric shock.
f. If it is unavoidable to use power tools in a damp environment, use a residual current device 
(RCD), which can reduce the risk of electric shock.

(3) Personal safety
a. Stay alert, pay attention to operation, and remain awake when using power tools. Do not 
use power tools when you feel tired or are under the influence of drugs, alcohol, or treatment. 
Negligence in the use of power tools will immediately cause serious personal injury.
b. Use personal protective equipment and always wear safety glasses and safety devices. For 
example, using dust masks, non-slip safety shoes, safety helmets, and hearing protection devices 
in appropriate conditions can reduce personal injury.

Attention

Read all warnings and all instructions. Failure to follow the following warnings and instructions 
may result in electric shock, fire, or other serious injuries. Keep all warnings and instructions for 
reference. In all the following warning terms, power tools refer to electrically powered corded 
tools or battery-powered cordless power tools
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when connecting the power supply and/or battery compartment and picking up or carrying the 
tool. It may be dangerous if you put your finger on the switch that has been turned on or insert 
the plug when the switch is on.
d. Remove all keys or adjustment wrenches before turning on power tools, and keys or wrenches 
left on rotating parts of power tools can cause personal injury.
e. Do not overreach, always pay attention to support and balance. In this way, power tools can be 
well controlled in unforeseen circumstances.
f. Dress appropriately, do not wear loose clothing or accessories, and keep clothes, gloves, and 
hair away from moving parts. Loose clothing accessories or long hair can get caught in moving 
parts.
g. If devices are provided for connection to dust removal equipment, make sure they are properly 
connected. And use them properly. The use of these devices can reduce the danger caused by 
dust. 
Use and precautions of power tools

(4) Issues requiring attention when using power tools
a. Do not misuse power tools, use the appropriate power tools according to their intended use, 
and properly designed power tools will make your work more effective and safer.
b. If the switch cannot turn the tool's power on or off, the power tool cannot be used. Power 
tools that cannot be controlled by switches are dangerous and must be repaired.
c. Before making any adjustments, replacing accessories, or storing power tools. The plug and/
or battery compartment and the tools must be disconnected from the power supply. Disengaging 
this protective measure will reduce the risk of accidental starting of the tools.
d. Store unused power tools out of the reach of children and do not allow people who are not 
familiar with power tools or who do not understand these instructions to use power tools. Power 
tools are dangerous in the hands of untrained users.

After-sales service
If you have any questions during use, please contact us in time. We have professional staff able 
to answer your questions and problems, and we allow qualified maintenance personnel to repair 
power tools with identical spare parts, in order to maintain the product's safety performance.

Declaration
The company reserves the right to make technical improvements to the products described in 
this manual. Please understand if there are any changes! In case of any discrepancy between the 
graphic images and the textual descriptions contained in this manual and the actual items, the 
actual items shall prevail!
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Warranty conditions 
• Our company guarantees the correct and proper functioning of all agricultural and industrial 
machines we market for a period of 24 months (12 months for professional use) from the time 
of sale. For the purposes of the product warranty validity period, the sales receipt and/or the 
purchase invoice of the product itself shall be considered valid.
• This warranty consists of the free replacement of various mechanical and electrical components 
that become unusable due to manufacturing or material defects, ascertained by our Company.
• Technical staff will intervene as soon as possible, within the time limits allowed by 
organizational needs, to properly restore the product.
• The warranty is limited to the pure and simple replacement of defective and/or faulty parts 
after they have been received by us within two months from the date the defect was discovered.
• Except for original and/or manufacturing defects, all parts whose wear is due to normal use are 
excluded from the warranty. These, for example, are: cutting discs, cutting sections, circular saws, 
knives, milling cutters, chain saws, chainsaw bars, spark plugs, etc.
• All components recognized by us as defective and replaced free of charge under warranty will 
be retained by us.
• Any free replacement of components, even if recognized by us as defective, will not, under any 
circumstances, be a reason or pretext to extend or suspend the payment terms previously agreed 
upon.
• During the entire warranty period, machines covered by the aforementioned warranty may 
not be permanently transferred for use, resold, or exported, under penalty of forfeiture of the 
warranty itself.
• Our Company declines all responsibility for damages to persons or property resulting from 
improper use of the machines we manufacture, even if such damages are caused by machines 
still covered by warranty.
• The warranty does not cover tuning and maintenance interventions that may be required 
during the warranty period.
• The warranty excludes product update and/or improvement interventions. The warranty 
becomes void in case of:
• clear lack of maintenance;
• improper use of the product or tampering;
• use of unsuitable lubricants or fuels;
• use of non-original spare parts or accessories;
• interventions carried out by unauthorized personnel.
• For engines of other brands (Kawasaki, Honda, Briggs & Stratton, etc.) installed on our 
machines, the warranty granted by the engine manufacturers applies.
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