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Dear users:
Thank you for choosing our product. We develop and manufacture high-quality 
products according to the needs of our customers. Our products have proven to be 
highly reliable, even in extreme conditions. The company is also synonymous with 
excellent service quality. Our professional dealers provide services and support 
to resolve any questions regarding our products. Thank you for the trust you have 
placed in our company. We wish you a pleasant user experience.

Carefully read all warnings and safety instructions. Failure to follow the 
warnings and instructions may result in electric shock, fire, or other 
serious injuries. 
Keep all warnings and instructions for future reference.

Attention

Symbols
Below are the symbols used in this tool. Before using it, understand their meaning.

Keep the tool away from rain Read the instruction manual

If the power cable is damaged 
or cut, unplug it in time. Warning / danger

Wear safety glasses Wear protective clothing

Wear ear protectors Wear non-slip boots

Chain operation

Do not throw away

Keep away from fire Keep away from moist 
environments

Distance for electrical safety

Oil tank logo

•	 The manufacturer reserves the right to change specifications without notice.
•	 Specifications and batteries may vary from country to country.
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Parts list

Specifications
Model CS 22-06 TIMBER
Maximum voltage 21V
Rated voltage 18V
Rated power 400 W
Speed control mode continuous speed
Chain speed 4.6 m/s
Bar specifications 5’’
Chain specifications 1/4”
Number of links 34
Sprocket size 7 teeth
Lubricating oil Manual refilling

1. Chain pruner
2. Battery
3. Bar sheath
4. Battery charger
5. Support tools

1

2

3

4

5
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1. Main handle
2. Self-locking switch
3. Chain safety cover
4. Chain
5. Guide bar
6. Chain cover nut
7. Tightening screw
8. Chain cover
9. Trigger
10. Switch and battery indicator
11. Battery
12. Oil tank primer
13. Oil tank
14. Blade cover
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Safety regulations
Purpose of the tool: sawing, pruning branches, and cutting small diameter trees. 
Suitable for gardens and orchards.

(1) The use of unmarked and unapproved batteries and chargers with the tool may 
cause fires or explosions, possibly resulting in serious or fatal injuries and property 
damage.
(2) The use of chainsaws, batteries, and chargers beyond the design specifications 
may cause serious or fatal injuries and damage to property.

•	 Precautions before use

Battery instruction manual:
Refer to the battery and charger instructions included in the battery pack.
Charger instructions:
refer to the battery and battery pack instructions.

It is forbidden to use the pruner, battery, and charger without first reading 
and understanding the contents of this manual. Otherwise, it may cause 
serious injury or death to users or others. Read the instruction manual, 
make sure you understand it, and keep it for future reference.
Read the instructions, make sure you fully understand them, and keep 
them for future reference.

•	 Operator requirements

Warning!

(1) When the user uses the battery and charger, they must ensure that their physical 
and mental conditions are normal and suitable for using the product. Otherwise, 
please use it under the guidance of a supervisor or responsible person.
(2) The user must be an adult.
(3) When using the tool for the first time, users must ensure they receive instructions 
from the company's dealers or the company's professional usage instructions.
(4) Users must not operate the tool if they have consumed alcohol, drugs, or narcotic 
substances.

Ensure that the user meets the following requirements:

Users operating chainsaws for the first time must first perform the necessary 
cutting exercises on the frame or saw support.

•	 Clothing and protection requirements

(1) Dress appropriately. Do not wear loose clothing or accessories. Wear gloves and 
keep hair away from moving parts. Loose clothing accessories or long hair may get 
caught in moving parts.

Warning!
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(2) During operation, debris or sawdust may be ejected from the chain, possibly 
causing physical injuries.
	 a. Wear protective glasses during operation.
	 b. The company suggests wearing protective masks.
	 c. Wear long clothing.
(3) Falling objects may cause head injuries.
(4) During operation, dust and sawdust will be raised. Dust and sawdust will lead to 
poor air circulation or an allergic reaction.
(5) Improper clothing may get caught on tree branches, hindering and interfering 
with the use of the pruner. Improper clothing may cause serious injuries to users.
	 a. Wear tight-fitting clothing.
	 b. Remove scarves and jewelry.
(6) When using the data connection, the user may come close to the chain gears with 
possible serious damage
	 a. Wear trousers with a degree of cut protection, which is defined by the 	
	 chain speed.
(7) When cutting timber, users may get injured. Especially during cleaning
of the tool and the chain, your hand may touch the sharp edge of the chain.
	 a. Wear protective gloves when working.
(8) Improper footwear may lead to slips or falls. Contact with the saw chain after a fall 
will cause injuries to the user
	 a. Wear protective boots with respect to the chain. The level of protection of 	
	 the protective boots are defined according to the speed of the pruner.

Required working environment

(1) Passersby, children, and animals are not aware that sawdust or other debris 
ejected from the chain can pose a threat. Passersby, children, and animals may be 
seriously injured.
	 a. Keep bystanders, children, and animals away from the work area.
(2) The chain is not waterproof and may cause electric shocks if used in the rain or in 
damp environments. The user may be injured and the pruner will be damaged.
	 a. Do not use the pruner in the rain or in damp environments.
(3) The chain motor may produce sparks, with possible fires and explosions in 
environments with combustible or explosive materials. All this could cause death, 
serious personal injury, and property damage.
	 a. Do not work in an environment with combustible and explosive materials.

•	 Safety requirements for surrounding environments

(1) The chain is not damaged.
(2) The chain is clean and dry.
(3) The pruner handle is intact.
(4) The chain switch works normally.

•	 Tool safety requirements
The pruner is safe if it meets the following conditions:
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(5) The control program works normally and has not been modified.
(6) The chain lubricating oil supply system is normal.
(7) The depth of the groove of the sprocket tooth and the chain must not exceed 0.5 
mm.
(8) The assembly of the guide bar and the chain complies with the instructions in this 
manual
(9) The guide bar and the chain are well assembled.
(10) The chain is properly tensioned.
(11) Only original manufacturer accessories are used.
(12) The accessories are assembled properly.
(13) The oil tank is closed.

If the product no longer meets the safety requirements, the parts 
cannot perform their function or the safety mechanism cannot 
operate normally. Failure to comply with these conditions may cause 
serious or fatal injuries.Warning!

(1) Only a pruner in good condition can be used. If the chain hook is dirty or wet, 
clean and dry it.
(2) Do not reassemble the chain covers, e.g. guides and chains.
(3) If the control system does not work properly, do not use the connection.
(4) Only accessories supplied by the company must be used.
(5) Install the guide bar and the chain according to the instructions.
(6) For accessory installation, refer to the manual.
(7) Do not insert anything into the pruner

(1) All functions of the guide bar are in good condition.
(2) The guide bar is not deformed or incomplete.
(3) The depth of the groove of the guide bar does not show any obvious changes.
(4) The rail of the guide bar is smooth without burrs.
(5) There are no narrowings or cracks in the groove of the guide bar.

•	 Safety instructions for the guide bar
The use of the guide is safe if it meets the following conditions:

If the guide bar is not in a safe condition, the guide bar will not fit 
the chain properly. The chain could come off the guide bar causing 
serious or fatal injuries.Warning!

(1) Use only undamaged guides.
(2) If the guide bar is below the minimum depth, replace it with a new one.
(3) After operating the pruner, remove debris from the guide bar.
(4) In case of questions, contact the company's dealer in time.

(1) The chain is not broken.
(2) The cutting edge of the cutter head is sharp.
(3) The cutting depth of the edge of the cutter head matches the description of the 
original product.

•	 Chain safety instructions
The use of the chain will be safe if the guide bar meets the following conditions:
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If the spare parts do not meet safety standards, they will not be able 
to perform their intended functions and the safety devices will not be 
effective, with possible serious personal injury and even death.

Warning!

(1) Do not use damaged chains.
(2) Sharpen the cutter head according to the specifications.
(3) In case of questions, contact the distributor in time.

Precautions for use

(1) In some cases, the user may not focus on the work and risk tripping and falling, 
with possible serious injuries
	 a. Stay calm and work in an organized manner.
	 b. Do not use the chain gears in environments with poor visibility and dark.
	 c. Please use your documents.
	 d. Do not operate the chain above shoulder height.
	 e. Be careful of obstacles
	 f. When operating the pruner, assume a safe position and maintain balance.
	 If you need to work at height, use a lift or safe scaffolding.
(2) The user could be injured by the pruner chain while in operation.
	 a. Do not touch the pruner chain while it is operating.
(3) The length and tension of the chain affect its efficiency and the resulting risk of 
breakage. These can cause serious injuries and material damage.
	 a. Make sure the chain is properly lubricated
	 b. During operation, check if the chain tension is adequate. If the gears are 	
	 loose, adjust them in time.
(4) If the pruner starts abnormally and continues to operate abnormally, the chain 
hook may work unsafely, possibly causing serious personal injury or property damage.
	 a. Stop and contact the company's dealers.
(5) When the pruner is operating.
	 a. Wear gloves.
	 b. Take a break.
	 c. In case of health problems, consult your doctor.
(6) If the pruner chain touches a hard object, it can cause sparks. Sparks can cause 
fires in environments with fuels. These can cause serious injuries and material 
damage.
	 a. Do not use the chain in environments with fuels 
(7) When the trigger is released, the chain continues to operate for a certain time, 
which could cause serious injuries.
	 a. Wait for the chain to stop completely

•	 Precautions for cutting

Warning!

(4) The length of the cutting edge of the cutter head meets the sharpening standard.
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If the tree is under tension, the bar can get stuck. Users may lose 
control of the pruner, resulting in serious injuries. (Figure 1)

Warning!

Make a first relief groove on the tensioned side (1), and then cut on the opposite, 
loosened side (2).

Figura 1

(1) If the branches at the bottom of the tree are pruned first, the trunk will not be
supported by the branches themselves. Trees may roll, causing serious or fatal 
injuries.
	 a. Move around the main trunk and cut the branches.
	 b. Do not stand on the trunk when pruning.

•	 Notes on pruning

(1) Inexperienced people are prohibited from approaching dangerous logging sites, which can 
cause serious or fatal personal injuries and property damage.
	 a. Do not cut trees alone.
(2) Branches or other objects from falling trees may fall on bystanders. This could cause serious 
or fatal personal injuries or property damage.
	 a. Assess the direction of the tree's fall, so that the tree falls without obstacles.
	 b. Passersby, children, and animals are not allowed to remain within a distance of 2.5 	
	 times the length of the tree.
	 c. Look at the crown and the foliage of the tree to make sure there are no
	 branch obstructions when the crown falls.
(3) When a tree falls, the trunk may split or bounce back toward the operator, causing serious 
or fatal injuries.
	 a. Plan your escape route.
	 b. Assess the direction of the tree's fall and escape toward the escape route 		
	 provided.
	 c. Do not choose uphill routes.
(4) Obstacles at the work site or on the escape route may hinder escape. People fleeing could 
be seriously or fatally injured.
	 a. Clear the work area and remove obstacles from the escape route.
(5) If there are fixed pins or stable ropes on the trunk, the trees may become uncontrollable 
and fall prematurely, causing serious or fatal injuries and property damage.
	 a. Do not use pins.
	 b. Finally, use a stable rope.
	 c. If the trees fall prematurely: stop cutting and evacuate along the escape route.

•	 Notes on tree cutting
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(6) During cutting, if the tip of the guide bar touches the object or the wood clamps 
and pinches the chain, it could cause a kickback. Sometimes, when the tip of the 
guide bar touches the object, a sudden reaction force is created, which causes the 
guide bar to snap toward the operator, causing injury to the operator.
(7) If a tree falls in an uncontrollable direction or falls onto the top of another tree. 
The operator cannot complete the cutting operations in a controlled manner.
	 a. Stop cutting operations and use suitable ropes and vehicles to fell the 	
	 trees

(1) The moving chain touches a hard object or 
the emergency brake.
(2) The tip of the chain guide is touched.

•	 Kickback hazard
The following situations may lead to chain kickback:

If the pruner in motion comes into contact with 
a hard object and gets stuck, the chain
electric suddenly detaches from the operator.
The operator may lose control of the pruner, 
causing serious or fatal injuries.
a. Grip the handle of the pruner.
b. Operate the chain according to the 
description in the manual.
c. Keep the guide bar facing downward.
d. Cut at full speed.

•	 Tension warning instructions
When cutting from top to bottom with the guide bar, the direction of the pruner's 
pulling force is opposite to the direction of the cutter.

If the pruner in motion comes into contact with 
a hard object and gets stuck, the electric pruner 
suddenly leaves the operator and the latter 
loses control of the pruner, causing serious or 
fatal injuries.
a. Grip the handle of the pruner with both 
hands.
b. Operate the pruner as described in the user 
instructions.
c. Keep the guide bar facing downward.
d. Cut at full speed.

•	 Push force warning instructions
When the guide bar is used for cutting from bottom to top, the direction of the 
pruner's push is toward the operator.
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Cleaning, maintenance, and repair
(1) During cleaning, maintenance, and repair, if the battery is not disconnected
from the tool, the pruner could start suddenly. This could lead to serious injuries and 
property damage.
	 a. Turn off the power.
	 b. Remove the chain head.
	 c. Remove the guide and the chain.
(2) Corrosive detergents, high-pressure cleaning tools or sharp cleaning tools could 
damage the pruner, the guide bar, the chain, the battery and the charger. If the 
chainsaws, guides, chains, batteries, and chargers are not cleaned properly, the 
related parts may not function as they should, or the safety devices may not perform 
their function, which could cause serious injuries.
	 a. Clean the chains, guides, batteries, and chargers according to the 		
	 instructions.
(3) If the chain, the guide bar, the battery and the charger are not properly cleaned 
and maintained, the parts may not work as intended, or the safety device may not 
perform its function, resulting in serious injuries.
	 a. Do not tamper with the chain, battery pack, or charger.
	 b. If the pruner, the battery and the charger require maintenance and
	 repair: promptly contact the company dealer.
	 c. Maintain and repair the guides and chains as described in the instructions.
(4) the user may be injured by a sharp blade during cleaning and maintenance of the 
chain data, which could cause personal injury
	 a. Wear cut-resistant gloves

Inspection of parts before use

(1) Make sure the following parts are secure:
	 a. Host connection
	 b. Guide bar
	 c. Chain
	 d. Battery pack
	 e. Charger
(2) Check the battery
(3) The battery must be fully charged.
(4) clean the pruner
(5) install the guide bar and the chain
(6) tension the chain
(7) top up the chain oil
(8) check the control system
(9) check the oil system of the lubricating oil pump
(10) If you do not understand the above operation: please do not use the chain and 
contact the company dealer as soon as possible.

Before use, check the normality of the following parts:
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Pruner assembly

(1) Turn off the machine and disconnect the battery pack.
(2) Unscrew nut ① on the chain cover
(3) Remove the sprocket cover ②
(4) Use a flathead screwdriver to turn the tension screw ③ and move the tensioning 
block ⑤ to a suitable position (generally, to facilitate installation, adjust it in the 
direction of the arrow).
(5) Place the guide bar on the main body of the pruner and insert the tensioning 
block ⑤ into the tension hole on the guide bar.
(6) Place the chain in the groove of the guide bar and pass it through the sprocket. 
Refer to label ⑥ for the direction of the cutting edge.
(7) Adjust the tension block to move in the opposite direction of the arrow. Make 
sure there is an adequate distance between the chain and the guide bar.
(8) Install the sprocket cover and tighten the chain cover nut.

Turn off the machine when performing the following operations!
•	 Installation of the chain and guide bar

Note: Both the front and rear sides of the guide bar ⑦ can be used, and the marked 
one can be on the front or rear side.
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Refer to the chain and guide bar installation process in the
previous page and perform the reverse operation.

•	 Removal of the chain and guide bar

When the pruner is operating, the chain may stretch. If necessary, adjust the chain 
tension according to the operating specifications.
(1) Turn off the pruner and disconnect the power.
(2) Loosen the chain cover nut appropriately ①.
(3) Use a flathead screwdriver to turn the tensioning screw ③ to move the 
tensioning block ⑤.
	 a. The drive teeth of the chain are close to the bottom of the groove of the 	
	 guide bar.
	 b. The chain can be easily pulled along the groove of the bar guide.
(4) If using the engraved bar: adjust the chain tension and pull the chain by hand, half 
of the guide teeth are visible outside the guide bar.
(5) If the chain cannot be pulled by hand: loosen the sprocket cover nut and the knob 
and adjust the tension bolt until the chain can be easily pulled along the guide bar.
(6) Tighten the sprocket cover bar

•	 Chain tensioning

(1) Turn off the pruner and disconnect the power
(2) Place the pruner in a horizontal position
(3) Take the external oil tank, gently squeeze it and let an adequate amount of 
lubricating oil drip onto the chain

•	 Adding lubricant to the chain
The chain oil lubricates and cools it:

To avoid hand injuries, do not add oil manually while the pruner is 
operating.Warning!

(1) Remove the chain cover nut ① and the chain cover ②
(2) Remove the guide bar and chain ③
(3) Remove the oil tank screw ④
(4) Pull out the oil tank ⑤

•	 Removal of the chain safety cover and oil bottle
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Note for battery use and maintenance
Battery charging
The battery of the new product is not fully charged. Place the charger flat on the 
table and insert the battery into the charging slot, then plug the charger's power plug 
into the power outlet. The charger's indicator is red, indicating that the charger is 
charging. The charger's lights are all green and the charging operation is complete.

Charger plug

battery

1. During charging, the charger and battery warm up slightly, which is
normal.
2. If the battery is not used for a long period of time, it needs to be recharged every 3 
months to prolong its lifespan.
3. A new battery or one not used for a long time requires about 5 charge and 
discharge cycles before reaching maximum capacity.
4. Do not recharge the battery after a short period of operation, as this could reduce 
the working time and efficiency of the battery.
5. Do not use a damaged battery or disassemble the charger or battery.
6. The battery explodes on contact with flames. Do not grill battery packs.
7. Do not charge the battery in damp environments or outdoors.
8. As the battery charge gradually decreases, the cutting diameter capacity will 
decrease, which is a normal phenomenon.
9. During charging, the electric shears must be turned off. It is forbidden to use the 
electric shears during charging.
10. Do not store the battery pack in a humid environment.

Note
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Note for battery maintenance
1. Do not charge below 0°C or above 45°C, as the battery and charger risk being 
damaged.
2. Turn off the switch before connecting the battery. When the switch is on, it is easy 
to connect the battery to the tool and cause accidents.
3. To charge the battery, use only the charger specified by the manufacturer. The use 
of a charger that is not compatible with the battery may cause fires and other hazards 
during battery charging.
4. When the battery is not in use, make sure to keep it away from keys, nails, screws, 
and other small metal objects that can cause a short circuit. A battery short circuit 
can cause burns or fires.
5. Do not disassemble or reassemble the battery.
6. Do not short-circuit the battery.
7. Do not use near heat sources.
8. Do not put the battery in fire or water.
9. It is forbidden to charge the battery near fire or sunlight.
10. It is forbidden to insert nails into the battery, hit or throw the battery by 
hammering or stepping on it.
11. Do not use damaged or deformed batteries.
12. Direct welding on the battery is prohibited.
13. Reverse charging, reverse connection of the poles, or excessive discharge of the 
battery is prohibited.
14. Do not connect the battery to the charging socket or the car cigarette lighter 
socket.
15. Do not use on unspecified equipment.
16. Direct contact with lithium batteries is prohibited.
17. It is forbidden to put the battery in high temperature and high pressure 
containers such as a microwave oven.
18. Do not use leaking batteries.
19. Keep batteries out of reach of children.
20. It is forbidden to use or place the battery in sunlight (or direct sunlight on the 
vehicle), otherwise it may cause overheating and fire, resulting in malfunction and 
reduced lifespan.
21. The use of batteries in places with static electricity (over 64V) is prohibited.
22. At the first use of the battery, in case of corrosion, bad smell or abnormal 
phenomenon, do not use it and return it to the point of sale.
23. If skin or clothes become stained with the battery's electrolyte, rinse with water.
24. If the electric shears are not used for a long time, the battery must be recharged.
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Pruner inspection

Disconnect the power when performing the following operations

(1) Turn off the pruner and disconnect the 
power.
(2) Remove the sprocket guard cover.
(3) Remove the guide and the chain.
(4) Measure the depth of the sprocket 
groove with the depth gauge (see Figure 
15)
(5) If the groove depth is greater than 0.5 
mm, stop using the pruner, contact the 
dealer, and replace the sprocket as soon as 
possible.

•	 Sprocket inspection

(1) Turn off the connection and disconnect the power supply.
(2) Check the chain and the guide bar.
(3) Measure the depth of the guide bar groove and refer to the company's standard 
for groove depth.
(4) If the following conditions are met, replace the guide bar in time:
	 a. The guide bar is damaged
	 b. The measured depth is less than the minimum allowed depth.
	 c. The groove of the pruner is deformed and damaged
(5) If you have any questions, contact the distributor in time.

•	 Guide bar test

(1) Hold the guide bar on a clear surface.
(2) Turn on the saw. The chain oil is thrown off by the chain and is visible on the light 
surface. The chain lubrication works properly. If you do not see the chain oil:
(3) Refill with chain oil.
(4) Check the chain lubrication again.
(5) If the chain oil is still not visible on the light surface:
Do not use the pruner and contact the dealer for assistance. The chain lubrication is 
defective.

•	 Chain lubrication check
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(1) Make sure there are no children or other people within 15 meters of the work 
area and ensure there are no animals around.
(2) Power on: Push the battery pack into the bayonet slot of the machine, and make 
sure it is secured after hearing a clicking sound. Press the power switch (4) for three 
seconds; power is complete when you hear a beep.
(3) Hold the handle, press the lock button ② with your thumb, press the trigger ③, 
then the machine will start normally. (Note: The chain and guide bar must not come 
into contact with other objects when starting the device.)

•	 Start of inspection

When using this product, if the screen does not work, it can be determined by the 
number of flashes of the battery indicator.
Repair or dispose of. (Non-professionals must not perform maintenance work)

•	 If there is a fault, resolve it according to the error code on the display.
Error message display:

Serial number Fault phenomenon Number of flashes
1 Hardware overcurrent 1
2 Battery overtemperature 2
3 MOS overtemperature 3
4 Motor stall 4
5 Phase line overcurrent 5
6 Bus level 1 overcurrent 6
7 Bus level 2 overcurrent 7
8 Busbar level 3 overcurrent 8
9 Battery undervoltage 9

10 Battery overvoltage 10
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One-handed pruner

a. Cut at full speed.
b. Do not cut with the tip of the bar.
c. At the start of cutting, keep the chain at full speed and the guide bar in a vertical 
position.
d. Depending on the width of the guide bar, the head must be facing the tree to be 
cut.
e. Add the weight of the chain to the guide bar.

The tool is a one-handed pruner, suitable for operation with one hand. Do not bring 
any part of your body close during operation.

If there is a kickback, the tool will bounce back toward the operator, 
causing serious or fatal injuries.Warning!

•	 Wood cutting

a. Place the pruner guide on the branch to be cut.
b. The chain cuts at maximum speed.
C. Cut branches with the top of the guide bar.
d. Cut the branch under tension: first make a small notch (1) on the relaxed side and 
then continue cutting under tension.

•	 Branch pruning
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a. The escape route (b) is located at an included angle of 45° in the opposite direction 
(a) to the
direction of the tree's fall. (see Figure 23)
b. Make sure that route (b) is free of obstacles.
c. The top of the tree must be visible.

1. Define the escape route
•	 Tree cutting

(1) remove obstacles under the trees and in the work area.
(2) remove the redundant part of the tree roots.
(3) If the tree is too large and the root has a very large stump: cut vertically first and 
then horizontally to remove the excess root part. (see figure 24)

2. Treatment of the roots of felled trees.

The mouth of the Hawthorn determines the direction of the tree's fall. Cut the mouth 
of the Hawthorn on the falling side of the tree and as close to the ground as possible. 
First, cut from 1/5 to 1/3 of the trunk diameter horizontally, do not cut too deep, and 
then make the oblique line cut.

3. Cutting the Hawthorn mouth C

(1) Cut the entire width of the Hawthorn mouth
(2) The width of the back part of the cut should be about 1/10 of the base line
(3) in any case, the entire trunk must not be cut directly, otherwise the direction of 
the tree's fall cannot be confirmed, and the wedge must be inserted in time into the 
back cut.
(4) To keep the back cut in a weakened state, only plastic and aluminum wedges can 
be used. The use of iron wedges is prohibited.
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Pruner cleaning
(1) Pruner cleaning
a. Turn off the pruner. Turn off the power.
b. Clean the chain frame with a damp cloth.
c. Remove the sprocket cover.
d. Clean the area around the sprocket and the body part with a damp cloth.
e. To clean the charger, use a softer brush.
f. Install the sprocket cover bar.

(2) Cleaning of the guides and the pruner
a. Turn off the pruner. Turn off the power.
b. Remove the guide and the chain.
c. Use a soft brush to clean the oil outlet 
channel, the oil inlet hole, and the rear 
groove of the guide bar.
d. Clean the chain with a soft brush.
e. Install guides and chains.

Maintenance
(1) Sprocket maintenance
a. Users cannot remove the sprocket by themselves
b. If the sprocket is damaged or defective, do not use the tool and contact the dealer 
for replacement.

(2) Guide bar maintenance: if there is burr on the edge of the guide bar, clean it in 
time.
a. If you have any questions, contact the company's dealers in time.

(3) Chain sharpening
a. It is not recommended to use a common round file to sharpen the chain.
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(4) The file must sharpen the saw blade only forward in one direction, and must 
not touch the saw blade when pulling it back. First, sharpen the shortest reference 
blade. The length of the blade is used as the reference size for the other blades in 
the chain.
a. The round file must fit the pitch of the chain.
b. Sharpen from the inside out.
c. File in one direction according to the angle of the cutter head.
d. Maintain the blade angle.
e. Depending on the depth of the guide bar groove, touch the small tooth on the 
cutter head (see figure)
f. If you have any questions, contact the company's dealer in time

(1) Workplace safety
a. Keep the workplace clean and bright. Chaotic and dark places can cause accidents
b. Do not operate power tools in explosive environments, such as flammable liquids, 
gases, or dust. Sparks generated by power tools can ignite dust or gas.
c. Operate power tools only in the absence of children and bystanders. Inattention 
can cause the operator to lose control of the tool.

One-handed pruner
Read all warnings and instructions. Failure to follow the warnings 
and instructions may result in electric shock, fire and/or serious 
injury. Keep all warnings and instructions for easy reference. In all 
the following warnings, the term "power tool" refers to a corded 
power tool operated by a utility or a cordless power tool powered by 
a battery.

Warning!

(2) Electrical safety
a. The plug of power tools must match the outlet and must not be modified in 
any way. Power tools that must be grounded must not use any conversion plug. 
Unmodified plugs and matching outlets reduce the risk of electric shock.
b. Avoid human contact with grounded surfaces, such as pipe fins and refrigerators. 
Ground contact will increase the risk of electric shock
c. Do not expose power tools to rain or moisture. Water entering power tools will 
increase the risk of electric shock.
d. Do not handle the wires. Never use cables to carry or pull power tools or to 
unplug them. Keep wires away from oil, heat sources, sharp edges, or moving parts. 
Damaged or entangled cables increase the risk of electric shocks.
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e. When using power tools outdoors, it is necessary to use external flexible cables 
suitable for outdoor use, which reduce the risk of electric shock. Flexible cables will 
reduce the risk of electric shocks.
f. If it is unavoidable to use power tools in damp environments, it is necessary to use 
a residual current device (RCD), which helps reduce the risk of electric shock.

(3) Personal safety
a. Be careful, pay attention to the operation being performed, and stay alert while 
operating power tools. Do not operate power tools when you are tired or under the 
influence of drugs, alcohol, or medication. When using power tools, momentary 
negligence can cause serious personal injury.
b. Use personal protective equipment, always wear goggles and safety devices. The 
use of dust masks, non-slip safety shoes, helmets, hearing protection, and other 
devices under appropriate conditions can reduce personal injuries.
c. To avoid accidental start-up, when connecting the power supply or battery box, 
when lifting or handling the tools, make sure the switch is in the off position; putting 
your finger on the switch or plugging in when the switch is on can be dangerous.
d. Before turning on the tool, remove all adjustment keys or wrenches. A key or 
wrench left on the rotating parts of the power tool can cause personal injury.
e. Do not overreach, always pay attention to support and body balance, so that you 
can properly control power tools in case of unforeseen events.
f. Dress appropriately. Do not wear loose clothing or accessories. Wear gloves and 
keep hair away from moving parts. Loose glasses or long hair can get caught in 
moving parts.
g. If a device is provided for connection with the tool for chip removal and dust 
collection, make sure they are well connected. And that it is used correctly. The use of 
these devices can reduce risks caused by dust.

(4) Use and precautions for power tools
a. Do not play with power tools. Proper selection of power tools, proper design of 
power tools will make your work more effective and safer.
b. If the switch does not turn on or off, the power tool cannot be used. Power tools 
that cannot be controlled by switches are dangerous and must be repaired.
c. Before any adjustment, accessory replacement, or storage of power tools, the plug 
must be removed from the power supply and the battery box must be disconnected 
from the tool. This preventive measure will reduce the risk of accidental start-up of 
the tool.
d. Store unused power tools out of the reach of children and do not allow them to 
be used by people who are not familiar with power tools or who do not understand 
these instructions for use. Use by untrained users is dangerous.
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Rechargeable pruner safety warning
(1) When the chain is running, keep all parts of the body away from the chain. Before 
starting the chain, make sure the chain does not come into contact with any object. 
With the chain running, even a moment of distraction can cause clothing or body 
parts to become trapped in the chain.
(2) Make sure to hold the rear handle of the pruner with your right hand and
the front handle with your left hand. Holding the pruner upside down with both 
hands will increase the risk of personal injury. Therefore, do not hold the rear handle 
with your left hand and the front handle with your right hand.
(3) Since the chain may come into contact with hidden wires, only the insulated 
handle should be held while operating the tool. When the chain comes into contact 
with a live wire, the exposed metal part of the tool can also become charged and 
cause an electric shock to the operator.
(4) Wear safety glasses and hearing protection devices. It is recommended to wear 
additional protective equipment for the head, hands, legs, and feet. The full use of 
protective clothing will reduce personal injuries caused by flying debris or accidental 
contact with the chain.
(5) Do not operate the pruner in the tree. The use of the pruner on trees can cause
personal injuries.
(6) Make sure to stand in a stable manner. Before using the pruner, you must stand 
on a firm, safe, and level surface. Slippery or unstable surfaces, such as ladders, can 
cause the body to lose flat impact or lose control of the pruner.
(7) When cutting a branch under tension, be careful of possible kickback. When the 
tension on the wood fiber is released, the elastic force on the branch may strike the 
operator or cause loss of control of the pruner.
(8) When cutting shrubs and young trees, be careful of possible jamming in the chain 
by thin materials, which can hit the operator and cause imbalance.
(9) Before transporting the pruner, you must close the chain handle and firmly hold 
the front handle to keep a certain distance from your body. During transport or 
storage of the pruner, make sure to cover the guide bar. Proper operation of the 
pruner will reduce the possibility of accidental contact with the moving chain.
(10) Lubricate, tension the chain, and replace accessories according to the 
instructions. Improper tensioning or lubrication of the chain can cause the chain to 
break or increase the possibility of kickback.
(11) Keep the handle dry, clean, and free of grease. A greasy handle can easily slip, 
which leads to loss of control of ongoing activities.
(12) For wood cutting only. Do not use the pruner for purposes other than those 
intended. For example, do not use chainsaws to cut building materials made of 
plastic, stone, or non-wood materials. Using the pruner for operations other than 
those intended can be dangerous.
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Causes of tool kickback and preventive measures for 
operators

(1) During cutting, contact of the guide bar tip with an object or wood that blocks and 
tightens the chain may cause kickback.
(2) Sometimes, when the tip of the guide bar touches an object, a sudden reaction 
force will be created, causing the guide bar to snap back toward the operator.
(3) Pressure from the chain along the top of the guide could quickly push the guide 
toward the operator. Any of these reactions could cause loss of control of the pruner 
and result in serious personal injury.
(4) Do not rely solely on the safety devices installed on the chain.
(5) As regular users of chainsaws, a series of measures should be taken to prevent 
accidents or personal injury during cutting operations.
(6) Incorrect operation of the tool, operating steps, or improper operating conditions 
will cause kickback. The following precautions can prevent them:
	 a. Hold firmly and grip the pruner handle with both thumbs and fingers. 	
	 Adjust the position of your body and arm to avoid kickback. If the correct 	
	 precautions are followed, the operator can control the kickback force, so be 	
	 careful.
	 b. Do not overextend the tool and do not cut above shoulder height. This 	
	 will help prevent the tip from touching the object and better control 		
	 the tool in case of unexpected events.
	 c. Follow the manufacturer's sharpening and maintenance instructions for 	
	 the chain maintenance. Lowering the depth and height causes frequent 	
	 kickbacks.

After-sales service
If you have any questions during use, please contact us in time (see the next page 
for contact information). We have professional staff ready to answer questions and 
solve problems, and maintenance personnel who use the same spare parts, thus 
maintaining the necessary safety standards.

Declaration
The company reserves the right to make technical improvements to the product 
described here. Note if there are any changes. In case of discrepancies between the 
graphic images and texts, and the actual objects contained herein, the latter shall 
apply.
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