
FLAIL MOWER
Operator’s manual

MODEL :
SERIAL NUMBER : 

FM 860

Both model number and serial number may be found on the CE label.
You should record both of them in a safe place for future use.

FOR YOUR SAFETY

READ AND UNDERSTAND THE ENTIRE MANUAL
BEFORE OPERATING THE MACHINE

Keep this manual for future reference
Original  instructions
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THANK YOU FOR PURCHASING OUR NEW MODEL 
OF FLAIL MOWER

PLEASE READ THE INSTRUCTIONS FOR USE CAREFULLY.IF YOU FOLLOW THEM PROPERLY,YOU WILL HAVE 
OUR PRODUCT PERFORMING A RELIABLE WORK FOR YOU FOR YEARS.

BASIC WARINGS
The user is obliged to get a acquainted with the instructions for use and to follow all instructions for the 
machine operation so that the user’s and other persons’ health and property cannot suffer any harm.

Safety instructions contained in this manual do not describe all situations or conditions possibly occuring 
in practical use.Safety factors such as common sense,diligence and scrupulousness are not included;it is 
assumed, however, that all persons authorized for the machine operation or maintenance do possess the 
intelligence.

The machine can be operated only by persons in good mental and physical condition. For the professional 
use of the machine,the machine owner is obliged to ensure a work safety training and provide instructions 
on machine control for operators and to keep records on these trainings and briefings. Also,the owner is 
obliged to carry out a so-called categorization of works according to the relevant national legislation.

Should some instructions in the manual be unintelligible, you are encouraged to contact us.

The manual supplied with the machine is an integral part of the machine. It has to be available at any 
time,placed at a well accessible place with no risk of its damage. In the case that the machine is sold to 
another person,the Instructions for use must be given to the new machine owner.If the above conditions 
are not met,the manufacturer bears no responsibility for possible risks, accidents and injuries resulting 
from the machine operation.
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The manufacturer bears no responsibility for damages caused by unauthorized and incorrect use of the 
machine and for damages caused by any machine modifications not authorized by the manufacturer.

To prevent injuries to operators and other people occurring in the vicinity of the machine as well as 
damages on property, it is absolutely necessary to follow the safety regulations marked in the Instructions 
for use with the following warning safety symbol:

On seeing this symbol in the Manual, read the following instructions carefully!

SAFETY GUIDELINES AND INFORMATION
Carefully read,understand and follow all safety instructions in this manual.

This is the safety alert symbol.When you see this symbol,look for one of the following signal 
words.

The machine operator must be over 18 years of age.He(she) is obliged to get acquainted with the 
instructions for use of the machine and is supposed to be informed of the general principle of 
work safety.

Prior to carrying out any activities in the near vicinity of the machine,switch the engine off and 
wait until the cutting blade stops moving.Before leaving the machine alone,switch off the engine!

Never let the engine running at maximum speed or idling for a long time with the cutting blade 
and wheel drive clutches switched off!Components of the machine drive (V-belt,belt pulley,clutch 
pulley,etc.)might get damaged.

Prior to each employment of the machine,check its parts(working mechanism and its casing in 
particular)for a possible damage or loosening.Defects must be rectified without any delay.Repairs 
are to be made only with the original spare parts.

Before using the machine,the stand to be cut must be cleared of solid bodies such as 
stones,wires,loose construction debris,etc.,which could be flinging up or which might damage the 
machine.If these cannot be removed ,don’t work the places.

The machine is equipped with a rotating working implement.Make sure that other persons move 
at a safe distance from the machine when it is in operation with regard to a possible flying away 
of the cut stand of solid objects.

With respect to the exceeded recommended values of noise and vibrations,you are warned to 
observe the following instructions when working with the machine:

A)Protect your hearing by using suitable protective aids such as shell ear protectors and plug ear 
protectors.

B)Working with the machine should be interrupted after max.20 minutes for a minimum break 
of 10 minutes.During these breaks,the machine operator must not be exposed to the impact of 
another source of noise or vibrations.
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Machine operators should use working aids such as tight-fitting garments,sturdy shoes,working 
gloves and protection glasses.Keep a safe distance given by the handlebars.

Don’t start the engine in enclosed spaces!Pay increased attention when handling the machine 
since the exhaust silencer remains hot after the engine has been switched off;make sure there are 
no leakages and spills on engine parts when refuelling.If they happen to occur,dry out the stained 
parts or wait until the petrol evaporates.

When the machine is in operation,all other persons(Children in particular) and animals have to be 
outside the machine’s working space.The machine operator can continue working only after they 
have been shown out to a safe distance.

Removal of any protective equipment and casings from the machine is forbidden.

The sale slope accessibility of the machine is 10°. Maximum inclination of the engine at work is 
20° for a long-time operation and 30° for a shorter time(up to 1 minute).

All kinds of the machine repair,adjustment,lubrication and cleaning are to be made with the 
machine switched off and spark plug cable disconnected.

NOTE:The machine should be preferably not used on wet grass.The terrain you are moving on must be 
always safe.Do the work while walking not running.Be particularly careful when changing direction on 
the slope.Cutting on steeply inclined slopes should be prevented.If you fall,do not hold the machine but 
release your grip on it.
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KNOW YOUR MACHINE

Blade Drive Lever

Squeeze this lever (1) to run the blades, release it to stop the blades 
running.

Advance lever

Press this lever (2) to move the machine forward.

Throttle Lever

Operate this lever (3) to increase and decrease the throttle.

Direction Changing Lever

Squeeze this handle (4) when you want to turn right,release it if turning 
finished.

(1)

(3)

(2)

(4)

(5)

(6)
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Cutting Height Adjusting Lever

Turing this lever (5) clockwise to lower the cutting height,and 
counterclockwise to higher the cutting height.

Universal Wheels

When you want to turn right or left, firmly hold the handle bar to 
control the Universal Wheels (7) to turn right or left.

OPERATIONS
This machine is similar to any other power driven tools,although very easy to operate it will take some 
familiarity with the controls and balance to master it fully.Before your any operations to it,it’s a good idea 
to get well familiar with the controlling of it,look through the whole operation manual firstly.

CAUTION The machine can be delivered without working fillings of the engine(as
 depending on varied national regulations)!. Engine without oil. Read the instruction for engine use 
thoroughly! You can prevent a possible damage for the engine.
1.	 check oil in the engine and/or fill the engine with the prescribed oil type and volume.fill the tank with 

the prescribed amount and type of petrol.
2.	 move the accelerator lever into the front position. Start the engine by pulling on the manual 

starter(Reading engine manual step by step).
3.	 Let the new or cold engine running for about 30 seconds on the choke(accelerator lever in the choke 

position); then move the accelerator lever into the position MAX and left the engine running in this 
position for about 30 second.

CAUTION Do not leave the machine alone when doing this.
When starting the engine, the two levers on the handlebars must be in the off position.
1.	 Start the engine, when doing this, follow the instructions presented in the operating manual for engine 

use.
2.	 Set-up maximum engine rotations by accelerator lever on the right handrail.(should the engine be cold, 

let it warm up at maximum speed for about 1 minute.).
3.	 Grasp the left handle bar grip, then slowly press the mowing drive gear lever on the right handlebar grip 

with your right hand.
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Press the lever slowly up to two thirds of the stroke so that the mowing disk can start rotateing and the 
engine does not stall

The start of the mowing is accompanied with partial slippage of the V-Belt and with the related 
Phenomena such as whistling,rattling,etc. Which usually disappear after the belt has started properly 
moving.

4.	 after the mowing has started turning,press the lever completely to the handrail and hold firm

Note: in a new or cold engine, engine stalling may occur at several first mowing driving start. The 
phenomenon will disappear after the engine has got warmer.

Machine travel

The travel gear is to be switched on by a lever on the left handrail. Press the lever down to the handrail 
and the machne starts immediately moving forward. You have to start slowly walking as soon as you have 
pressed the lever down and the machine has stared its travel.The machine may start moving with a slight 
jerk: be prepared for that.

Before machine travel

Prior to the machine use, the stand must be cleared of solid bodies such as stones,wires,loose construction 
debris,etc. Which could be flung or might otherwise damage the machine. Should these be impossible to 
remove, avoid working the places.

1.	 Adjust handlebar in a right position(figure1,2)

2.	 Adjust the Blade height before mowing(Figure3)

Stop your machine
Prior to performing any activities in the near vicinity of the machine, switch off the engine and wait until 
the mowing stops! Always switch the engine off before leaving the machine.
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Never let the engine running at maximum speed or idling with the mowing disk drive gear clutch 
released and with the released clutch of travel wheels drive gear for a long time! Machine drive 
componets(v-belt,belt pulley,clutch pulley,etc.)might get damaged!

If you wish to stop the machine travel, release the lever on the left handlebar grip, the machine travel will 
stop but the mowing is still rotating. The mowing disk will switch off immediately  after you have released 
the lever on the right handle bar grip.the mowing disk will be stopped by safety brake.

Engine is to be switched off by pushing the lever into the stop position

In case of any critical situation, release you hold on the handlebars immediately. The lever will return to 
their zero position, the machine and the mowing disk will come to a stop(while engine is still running at 
adjusted rotations; this is why it is to be switched off by pushing the lever into the stop position as soon as 
possible!)

MAINTENANCE
To ensure a long-term satisfaction with our products, it must be given proper care and maintenance,regular 
maintenance of the machine will prevent its early wear ensuring at the same time a correct functioning of 
all its parts.

Fellow all instructions for intervals of machine maintenance and adjustment. It is adviced that you keep 
records on the number of machine working hours and on the conditions in which the machine was working 
(for service purpose). similarly as the current maintenance, the post-season maintenance should be 
entrusted to one of our authorized service workshops if you are not certain of your own technical skill.

Regarding the machine weight, its maintenance and adjustment are to be made by a team of two persons.

Replace and sharpening of working knives
If the cutting edges of working knives show wear or a damage to knives results in machine vibrations, the 
cutting edges must be renewed or the knives replaced.

The machine must be standing on a firm support plate and must be secured so that the knife can be easily 
accessible and an unexpected spontaneous machine  motion cannot occur.

Be very careful when dismounting the knives, their cutting edges are sharp. Protect your hands with 
working gloves.

The engine must be switched off and the cable and connector to the spark plug disconnected!

1.	 Remove the front cover. Loosen the bolts mounted on both sides as (Figure 4) the front cover can be 
taken off easily.

2.	 When you replace the blades, just loosen the screw and set up on a new piece blade.

Figure 4
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Washing and cleaning of the machine
At cleaning and washing the machine, proceed to observe valid regulations and legislation on the 
protection of water coursed and other water resources against pollution or contamination with chemical 
substances.

Never wash the engine with a steam water! Electric equipment might fail when starting the engine.

All dirt, debris and plant residues should be removed from the machine after the end of season, check the 
intactness of working knives, grind he cutting edges(or replace the knives if necessary) and conserve the 
knives with conservation oil, travel wheels should be dismounted from the axle once in season, cleaned 
and hubs inside filled with a new filling of plastic lubricant.

The engine must be switched off and the cable termination to the spark plug disconnected!

MACHINE STORAGE
Prior to any longer storage, clean the machine from all dirt, debris and plant residues.repair damages on 
painted machine parts.

When putting the machine out of operation for a longer time, it is advisable:
a)	 to conserve knives on the mowing.
b)	 to drain petrol from the engine fuel tank and from the carburetor (more instructions see guidelines 
for engine operation).

Prevent access of unauthorized persons to the machine. Protect the machine from weather impacts but do 
not use air-tight protection due to a possibly increased corrosion under it.
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RISOLUZIONE DEI PROBLEMI

IL MOTORE NON SI AVVIA POSSIBILE CAUSA SOLUZIONE

1. Controllare la posizione delle leve Valvola del carburante su OFF. Spostare la leva su ON.

Leva aria APERTA. Spostare la leva su CHIUSO a meno 
che il motore non sia caldo

Interruttore accensione su OFF. Portare l’interruttore del motore su 
ON.

2. Controllare il carburante. Carburante finito. Rifornimento

Carburante scadente; motore 
immagazzinato senza trattamento o 
scarico della benzina, o rifornito con 
benzina scadente.

Svuotare il serbatoio del carburante 
e il carburatore. Rifornire con 
benzina fresca.

3. Rimuovere e ispezionare la 
candela di accensione.

Candela di accensione difettosa, 
sporca o non correttamente 
applicata.

Regolare la distanza degli elettrodi 
della candela di accensione o 
sostituirla.

Candela di accensione bagnata con 
carburante (motore allagato).

Asciugare e reinstallare la candela. 
Avviare il motore con la leva 
dell’acceleratore in posizione FAST.

4. Portare il motore presso un 
rivenditore autorizzato o consultare 
il manuale.

Filtro del carburante intasato, 
malfunzionamento del carburatore, 
malfunzionamento dell’accensione, 
valvola bloccata, ecc.

Sostituire o riparare i componenti 
difettosi, se necessario.

IL MOTORE MANCA DI 
POTENZA POSSIBILE CAUSA SOLUZIONE

1. Controllare il filtro dell’aria Elemento/i filtrante/i ostruito/i. Pulire o sostituire l’elemento o gli 
elementi filtranti.

2. Controllare il carburante. Carburante finito. Rifornimento

Carburante scadente; motore 
immagazzinato senza trattamento 
o scarico della benzina, o rifornito 
con benzina scadente.

Svuotare il serbatoio del carbu-
rante e il carburatore. Rifornire 
con benzina fresca.

3. Portare il motore presso 
un rivenditore autorizzato o 
consultare il manuale.

Filtro del carburante intasato, 
malfunzionamento del 
carburatore, malfunzionamento 
dell’accensione, valvola bloccata, 
ecc.

Sostituire o riparare i componenti 
difettosi, se necessario.

MOTORE È IN FUNZIONE MA LA 
MACCHINA NON FUNZIONA

1.	 La marcia non è innestata 
correttamente.

2.	 Il cavo della frizione non è 
abbastanza stretto

1.	 Assicurarsi che il cambio non 
sia tra due marce.

2.	 Regolare il cavo della frizione.
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