
Battery olive harvester

EGEO 23-50 / EGEO 23-50 AT

Product using manual
-original instrucstions-





CONTENTS
Safety  precautions........................................................................................................

Use safety notices..........................................................................................................

Precautions before use..................................................................................................

Telescopic tube use method..........................................................................................

Packing list.....................................................................................................................

Specifications..................................................................................................................

Installation, disassembly and connection with battery of olive shaker........................

Gear grease filling...........................................................................................................

Start the machine..........................................................................................................

Olive shaker stops and shuts down...............................................................................

Start the machine with mechanical switch....................................................................

Stops and shuts down with mechanical switch.............................................................

Common troubleshooting methods..............................................................................

Storage and transportation...........................................................................................

Declaration....................................................................................................................

After-sales service.........................................................................................................

Safety precautions.........................................................................................................

Cleaning, Maintenance and Repair instructions...........................................................

1

2

2

2

3

4

5

5

6

6

7

7

8

8

8

8

9

10



1

Dear users:
Thank you for choosing our product. We are a developer and manufacturer of high-
quality products according to the requirements of our customers. Our products still 
exhibit excellent reliability under extreme conditions. The company is also a synonym 
for excellent service quality. Our professional retailers provide services and support for 
resolving doubts about our products. Thank you for your trust in our company. Wish you a 
happy use experience.
Please read all safety warnings and operating instructions careffully. Failure to
comply with relevant warnings and instructions may lead to electric shock, fire or other 
serious injuries.

Please Keep All Warnings and Instructions for Future Reference.

Conscientiously abide by the waste disposal laws and regulations of relevant 
countries. Electronic and electrical appliances cannot be disposed of as 
domestic garbage. Equipment, accessories and packaging shall be recyclable 
parts.

It is forbidden to discard discarded machinery and equipment at will.

Symbols

Pay attention to safe operation

Read, understand and follow
the instructions in the
instructions manual
If the electric cable is damaged
or cut, unplug the plug from
the tool immediately

Wear goggles and safety helmet

Wear noise-cancelling
headphones

Keep away from fire

Read carefully the
instructions

Keep away from the rain

Warning/Danger

Wear protective clothing

Wear protective gloves

Keep your distance from
people and/or animals



2

Safety instructions for use:
Read all warnings and instructions below. Failure to follow warnings and instructions
may result in electric shock, fire or serious injury. Please save all warnings and
instructions for reference.
1.	 Please use the battery pack designated by our company. Unauthorized battery packs can 

cause serious consequences such as fires and explosions.
2.	 Do not use it in flammable and explosive work environments.
3.	 Dress appropriately, do not wear loose clothing or accessories, keep clothes, gloves and 

hair away from moving parts, loose clothing, accessories and long hair may be involved 
in the moving parts.

4.	 Wear personal protective equipment and always wear goggles, safety helmet and work 
gloves. For example, the use of dust masks, non-slip safety shoes and hearing protectors 
in proper conditions can reduce personal injury.

5.	 Make sure that children and other bystanders are away from the work area, with a 
distance of 5 meters.

6.	 Pay attention to injuries caused by falling objects from high altitude.
7.	 Stay alert, pay attention to the operation and stay awake when using tools and do not 

use electrical tools when you feel tired, have taken drugs or alcohol or medicines. 
8.	 Prevent accidental start-up and make sure the switch is in the OFF position when 

plugging in power, picking up, or transporting tools.
9.	 Before making any adjustment or replacement of accessories or storing tools, the plug 

must be disconnected from the power supply to reduce the risk of accidental tool 
starting.

10.	Keep unused tools out of the reach of children. Do not allow people who are not familiar 
with power tools or who do not understand these instructions to operate the machine.

Precautions before use:
1.	 The use of unmarked and unapproved battery packs and chargers can cause fire or 

explosion, which can result in serious injury or death and property damage.
2.	 Using machines, battery packs, and chargers outside of your design specifications will 

result in serious injury or death and property damage.
3.	 Make sure bystanders, children and animals are away from the work area.
4.	 Make sure the battery pack, charger and machine are available before use.
5.	 If the machine cannot be used normally, do not use the machine and contact our 

distributor as soon as possible.
Telescopic tube method:

After loosening the handle upper buckle lift 
up, adjust it by hand to fit the working length. 
When finish working, release the handle 
upper  buckle, slowly retract it by hand and 
press the  buckle into specified place. 

mm5.2~5.1

mm 5.2 ~5 .1

Adjust the trigger by turning 
it left to tighten and right to 
loosen.

Press handle upper buckle to the bottom secures the telescopic tube at its 
current length.

Shortening Lengthening

Left turn to 
tighten

Right turn 
to loosen

Turn left to tighten
until there is a
clearance of approx
. 1.5-2.5mm
between the top of
the trigger and the
flat surface of the
ferrule to trigger
down.
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This product is specially designed to harvest olives.
The harvesting efficiency is 5-10 times higher than that of manual harvesting,which greatly 
improves the efficiency of traditional manual harvesting and is simple and easy to use.

List of parts

1.	 Telescopic harverster
2.	 Fixed harvester
3.	 Carbon stick
4.	 Rod support
5.	 T20 offset ring wrench
6.	 M6 hexagonal wrench 

and screwdriver
7.	 12m connecting lines
8.	 Grease syringe

12

3 4 5 6

7

8
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Olive shaker working width

Technical specifications

EGEO 23-50 / EGEO 23-50 AT

Rated Voltage 12V

Speed regulation(rpm) 800/900/1000

Cruise function With cruise control

Working breadth 520mm

Carbon stick 4+4 Ø5mm

Rated power 250W

Gear ratio 21:1

Motor type Brushless motor

Net weight Telescopic model approx. 3.0kg / Fixed model approx. 2.6kg

Total length Telescopic model 2.2~3.1 meters / Fixed model 2.35 meters
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Installation and disassembly and connection to the battery
of the olive shaker:

The carbon fiber pendulum rod is disassembled as follows:
1.	 First, lock the swing arm to the shaker head with an M6 hex wrench (as Figure 1);
2.	 And then secure the carbon fiber rod through the rubber grips to the swing arm with a 

T20 wrench (as Figure 2)
3.	 Align finished connecting cable with machine aviation connector and tighten the nut 

cover, then connect the red cable end of the finished connecting cable clamp to the 
positive terminal of the battery and the black cable end to the negative terminal.

Gear grease filling:
It is recommended that after 
50 hours of use, unscrew the 
grease  filling hole screw and 
use the gr ease filler to add 
10-15ml of high temperature 
grease.

Grease syring

oil filler hole
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Display handle olive shaker startup and operating
instruction:
1.	 ① After power cable clamp are clamped to the corresponding positive and negative 

battery connections;
2.	 ② Long press for more than 3 seconds to display the logo as on/off screen;
3.	 ③ Press the button to start the machine after powering on, and  it automatically go to 

the cruise function after startup ( press the button again to stop the machine );
4.	 ④ Gear down function;
5.	 ⑤ Gear up function;
6.	 ⑥ Olive shaker icon, which can be activated according to the startup of the olive shaker;
7.	 ⑦ Recorded working time;
8.	 ⑧ Gear display (1, 2, 3);
9.	 ⑨ Battery pack power level display ( This power level  display is for reference, subject to 

the actual battery pack power consumption)
10.	⑩ Fault code display area

Instructions for stopping and shutting down the olive shaker:

⑩. Fault code display area

⑧. Gear display (1, 2, 3)

⑨.Battery level display

⑥. Olive shaker icon

⑦.Working time

④. Gear down ⑤.Gear up (1, 2, 3)

②. Long press for more than 3 seconds to display the logo as on/off screen
③. Press the button to start the machine after powering on, and it 
automatically go to the cruise function after startup (then press the button to 
stop the machine)

①. Power cable clamp

1.	 ③ Press the button to start the machine after powering on, and  it automatically go to 
the cruise function after startup ( press the button again to stop the machine );

2.	 ② Long press for more than 3 seconds to turn on/off the machine.
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Mechanical switch handle olive shaker startup and
operating instruction:
1.	 After power cable clamp are clamped to the corresponding positive and negative battery 

connections;
2.	 Push the switch pushbutton in the direction of the arrow to the end and keep it still for 

3 seconds till  three lamps are running to start, and when the three lamps stop running, 
the machine is powered up.

3.	 Push the switch pushbutton forward once to change gears once, and the gear patrol ring 
changes (1st, 2nd, 3rd gear).

4.	 Pull the trigger to start the machine, pull the trigger and hold for 3 seconds to start the 
automatic cruise function, release the trigger to continue to run the machine.

①. Power cable clamp

Instructions for stopping and shutting down the olive shaker:
1.	 Pull the trigger again in auto cruise mode to stop the machine ;
2.	 In the power on condition push the pushbutton toward the front to the end of 3 

seconds, then the machine is shut down.

Indicator light

Switch push button Trigger

Aviation connector
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Errors communes and methods of resolution

Problem Causes Solution

Does not turn on

The cable plug is not inserted 
correctly Insert the cable plug

Wire falling inside the machine Connect wires

Partial disconnection of the 
battery power

Test and connect with the 
multimeter

Noise
Equipment is worn Replace gears

Worn bearings Bearing replacement

Overheating Long-lasting operation After every 30 minutes of work, 
rest for 10 minutes

Storage and transport
Storage
1.	 Make sure the machine is turned off
2.	 Unplug the power cord
3.	 Stock the machine away from children
4.	 Make sure the machine is clean and dry
Transport
1.	 During transportation, the harvester may tip over or move, causing personal injury or 

property damage.
2.	 Secure the harvester with a rope or tension strap so that it does not fall or move.
3.	 Disconnect the power supply during transport.

Cleaning and maintenance of the product
After use
1.	 After use, switch off the olive picker and unplug the power connector;
2.	 If the olive picker is wet, dry it out;
3.	 Clean impurities and dirt on the olive picker;
4.	 Clean debris on the battery.

After-sales service
If you have any questions about the procedure of use, please contact us in good time. We have 
professional staff ready to answer questions and solve problems and maintenance personnel who use 
the same spare parts and thus maintain the necessary safety standards.

Declaration

The company reserves the right to make technical improvements to the product described herein. Note if 
there are any changes. In case of discrepancies between the graphic images and the texts, and the actual 
objects contained therein, the latter shall apply.
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Security measures

Attention! Please read all instructions carefully. Failure to follow all of the 
following instructions may result in electric shock, fire or other serious injury!

Instructions for safety at work
1.	 Keeping the workplace clean and bright, chaotic and dark can cause accidents.
2.	 Do not use the machine in explosive, flammable and humid environments.
3.	 Allow children and bystanders to move away before using the machine, so as to avoid 

accidental injury caused by distraction during operation.

Electrical Safety Instructions
1.	 The battery socket of the power tools must match the connection terminal of the battery, never 

change the socket and plug in any way.
2.	 Do not expose power tools to rain or humid environments. The ingress of water or other liquids 

increases the risk of electric shock and causes electrical damage.
3.	 Do not abuse the power cord, do not use the power cord to lift the belt, pull the power tool 

or unplug, keep the power tool away from heat, oil, sharp edges or moving parts, and do not 
use the charger when the power cord or plug is damaged.                   Damaged or wound wires 
increase the risk of electric shock.

Personal Safety Instructions
1.	 Stay alert, pay attention to operation and stay awake while using power tools. Never operate 

power tools in conditions of fatigue, drug treatment or alcoholic reactions. Disturbed energy 
during operation can cause serious personal injury.

2.	 Use safety protective equipment and always wear glasses, etc. Under proper conditions, such 
as dust masks, non-slip safety shoes, safety helmets and hearing protectors can reduce personal 
injury.

3.	 Before turning on the power tool, remove all wrenches or adjustment keys. Wrenches left on 
the rotating parts of the power tool can cause personal injury.

4.	 During operation, do not stretch your hands, keep your hands away from the work area and 
never extend them under materials for any reason. In the meantime, make sure that any 
materials or surfaces under the operating area are not damaged and always pay attention to 
the balance between your feet and your body, so that you can check the power tools well in 
case of an accident.

5.	 Dress properly. Do not wear loose clothing or accessories. Keep your hair, clothes and sleeves 
away from moving parts. Loose clothes, accessories or long hair can be involved in the moving 
parts.

Abnormal conditions and methods of treatment
1.	 The battery cannot be charged normally. First, check if the charger is connected to the product. 

Secondly, pay attention to the fact that the charging voltage must be consistent with the voltage 
on the nameplate.

2.	 In the event of an electrical or mechanical failure, turn off the switch immediately.
3.	 If not used according to the instructions for use, the battery may leak liquid , so do not touch 

this liquid; In case of accidental contact, wash immediately with water. If liquid splashes in the 
eyes, you need to go to the hospital in addition to washing with water. Liquid sprayed from the 
battery can cause irritation or burns.
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Olive shaker cleaning, maintenance and repair instruction:

1. M 6 hexagonal wrench

2. T20 offset ring Wrench

4. M6 hexagon socket head cap screws

3. T20 offset ring wrench

5. Shaker body upper shell

7. Carbon fiber rods

6. Rubber claw protector

1.	 Before cleaning, maintenance and repair, shut down the shaker, confirm the disconnection of the 
power supply and remove the battery before the following operations (it is recommended that 
maintenance the olive shaker after 50 hours of use or once a year );

2.	 Remove the screws on the upper shell of the macine with a (1) or (2) wrench;
3.	 Then remove the machine body upper shell, clean up all the internal garbage of the machine 

body, and then assemble the shell and lock all the screws according to the above method;
4.	 Visual confirmation of (6) rubber claw protector and (7) carbon fiber rod there is no broken or 

damaged and other issues, if there are broken or damaged and other issues, it must be replaced 
with a new one, so as not to affect the experience, efficiency and life of the use of the machine.

(2). Do not use corrosive cleaning agents, high-pressure cleaning equipment or sharp cleaning tools, 
as this may damage the olive shaker, exterior surfaces, structural parts, battery packs and charger, 
and the related parts may not function as they should or the safety devices may not work, which 
could cause serious injury to the product; 
(3). Do not attempt to maintain or repair the olive shaker, battery pack, or charger. If the chain saw, 
battery pack, or charger requires maintenance or repair, contact your KOHAM agency in a timely 
manner to maintain or repair the olive shaker in accordance with the detailed instructions in the 
manual.

Warning: (1). If the battery pack is not disconnected during cleaning, maintenance or 
repair, the olive shaker may start suddenly, which could result in serious injury or property 
damage.
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