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1 ABOUT THESE INSTRUCTIONS FOR USE
•	 The German version is the original operating instructions. All additional language versions are 

translations of the original operating in structions.
•	 Always safeguard these operating instructions so that they can be consulted if you need any 

information about the appliance.
•	 Only pass on the appliance to other persons together with these operating instructions.
•	 Comply with the safety and warning information in these operating instructions.
•	 The ride-on mowers are supplied with different levels of equipment. Please note that the illustrations 

may differ somewhat from the original. Please contact a specialist workshop or the manufacturer if you 
encounter difficulties in following the descriptions.

•	 Comply with the supplied assembly instructions.

•	 1.1 Symbols on the title page

It is essential to read through these operating instructions carefully before start-up. This is 
essential for safe working and trouble-free handling.

Operating instructions

•	 1.2 Legends and signal words

DANGER!
Denotes an imminently dangerous situation which will result in fatal or serious injury if not 
avoided.

WARNING!
Denotes a potentially dangerous situa-tion which can result in fatal or serious injury if not 
avoided

CAUTION!
Denotes a potentially dangerous situation which can result in minor or moderate injury if not 
avoided.

IMPORTANT!
Denotes a situation which can result in material damage if not avoided

NOTE
Special instructions for ease of understanding and handling

2 PRODUCT DESCRIPTION
2.1 Designated use
The ride-on mower is intended for mowing in domestic gardens and allotments with a max. Slope of 8° (15 
%). Additional applications, such as for mulching, are only permitted if the original accessories are used and 
in compliance with the maximum load values.This appliance is intended solely for use in noncommercial 
applications. Any other use (as well as unauthorised conversions or add-ons) are regarded as contrary to 
the intended use and will result in exclusion of the warranty as well as loss of conformity (CE mark); the 
manufacturer will thus decline any responsibility for damage and/or injury suffered by the user or third 
parties.
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2.2 Possible misuse
The ride-on mower is not designed for commercial use in public parks, sports grounds, agriculture and 
forestry.

WARNING!
Dangers due to overloading the ride-on mower!

Make sure that the permissible inclines/declines are not exceeded. Exceeding these values may exceed the 
braking capacity of the ride-on mower and lead to dangerous situations!

NOTE
Bear in mind that the ride-on mower does not have approval for road use,and thus is not allowed 
to be driven on public roads!

WARNING!
Danger if protective devices are removed or manipulated!

Do not operate with any protective devices removed or manipulated. Defective protective devices must be 
repaired or renewed immediately!
Above all, the protective devices include:
•	 Brake contact switch
•	 Mower mechanism contact switch
•	 Grass catcher contact switch
•	 Seat contact switch
•	 Mower mechanism covers
•	 Belt covers

2.4 Symbols on the appliance
Your machine must be used with care. This is why labels with illustrations have been placed on the 
machine, to remind you of the main precautions to take during use.
These labels are to be considered an integral part of the machine.
Should a label come off or become illegible, contact your dealer to replace it. Their meaning is explained 
below.

Warning: 
Read the instructions before operating 
this machine.

Warning:
Disconnect the ignition key and read 
the instructions before carrying out 
any repair or maintenance work.

Danger!
Risk of injury.
Blades in movement, the blade will 
continue turning for some time after 
switching off the engine or disabling 
the blade control.

Warning:
No step on the deck or discharge 
guard.

Warning: Do Not Step.

2.3 Safety and protective devices
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Danger!
Ejected objects:
Do not operate without the discharge 
guard or grass-catcher in place.

Danger!
Dismemberment:
Make sure that children stay clear of 
the machine at all time when engine 
is running

Danger!
Risk of burns
Wait for the engine to completely cool 
down before making any adjustments 
or servicing the engine itself.

Danger!
Ejected objects:
Warning: Keep bystanders away

Warning!
Never use pressure lances 
to wash the transmission 
system.

KEEP HAND AND FEET AWAY FROM 
THE BLADES
Danger!
Risk of serious injury.
Keep hands and feet away before 
the blade and all the moving parts to 
come to a halt.

Danger!
Risk of overturning on steep gradients
WARNING! Do not use the machine on slopes on slopes with 
longitudinal gradients great than 15°(27%).
Do not use the machine on slopes on slopes with lateral gradients 
great than 10°(18%).
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2.5 Product overview (01, 02)

1. Steering wheel
2. Adjusting lever for cutting height
3. Operator’s seat
4. Grass catcher
5. Rear wheels, driven
6. Mower mechanism
7. Cleaning fitting
8. Battery access hatch.
9 Front wheels, steer
10 Throttle lever with choke
11 Forwards pedal
12 Reverse pedal

13 Enable button for reverse mowing
14 PTO
15 Discharge channel
16 Fill level sensor
17 Bypass lever
18 Lever for grass catcher
19 Engine cover
20 Brake pedal
21 Locking lever for brake/clutch pedal
22 Ignition lock

3 SAFETY INSTRUCTIONS
•	 Children, or other people who are not familiar with the instructions for use, are not allowed to use the 

equipment.
•	 Comply with local regulations on the minimum age of people operating the equipment.
•	 Do not allow children and young people to play on the machine.
•	 Only mow during daylight hours or with good artificial lighting.
•	 Keep other people out of the danger area.
•	 The user is responsible for accidents involving other people and their property.
•	 Only use genuine spare parts and genuine accessories.
•	 Repairs on the machine must be carried out by the manufacturer or by one of its customer service 

centres.
•	 Wear ear defenders.
•	 The ride-on mower does not have approval for road use and may not be driven on public roads.
•	 Do not mow during thunderstorms. No protection against lightning strikes.
•	 Do not carry any passengers on the machine.
•	 Keep by standards away before operating the machine.
•	 Do not mow on slopes with a gradient of more than 8° (15 %).
•	 Never drive transversely to the slope.
•	 Do not use the ride-on lawnmower and/or any accessories attached to it in the event of fatigue, illness 

or after the consumption of alcohol or medications that impair reactions or drugs.
•	 Comply with the permitted operating times in your vicinity.
•	 The ride-on mower can cause serious injuries due to its dead weight. Take particular care when loading 

and unloading the ride-on mower to transport it on a vehicle or trailer.
•	 This ride-on mower is not allowed to be towed. Use a suitable vehicle for transport on public roads.
•	 Do not operate the ride-on mower in poorly ventilated working areas (e.g. a garage). The exhaust gases 

contain poisonous carbon monoxide as well as other harmful substances.
•	 Do not change or manipulate any fixed settings for engine speed regulation.
•	 Prolonged exposure to vibration and noise can cause injures to operator. Wear the PPE when use the 

machine. The duration of operation must be limited.
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4 UNPACKING AND ASSEMBLING THE RIDE-ON MOWER
Comply with the supplied assembly instructions for unpacking and assembling the ride-on mower

WARNING!
Danger if assembly is not carried out completely!

•	 Do not operate the ride-on mower before it has been fully assembled!
•	 Carry out all the work described in the assembly instructions. If you are uncertain about anything, ask a 

specialist to confirm that the assembly has been carried out correctly before the machine is started up!
•	 Check whether all safety and protective devices are in place and functioning correctly!

1. Machine body;
2. Steering connect shaft and splined hub;
3. Guards for deck;
4. Instruction manual;
5. Steering wheel cover;
6. Steering wheel;
7. Steering shaft cover;
8. Seat;
9. Tools and starter key;

10. Nuts, bolts, washer, hook ;
11. Grass-catcher component
① Cover;Top frame weldment;
② Grass bag;
③ Overturn lever
④ Front bracket;
⑤ Side stay pipe;
⑥ Cover;
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4.1 FITTING THE STEERING WHEEL

Put the machine on a flat surface and straighten up the 
front wheels.

a. Fit the couplings(2) onto shaft (4) and fit the shaft (1) 
onto the couplings(2) ,tightening the screw M8x25 (3,5). 
(Use the hex wrench 8 in accessories tools.)

b. Fit the steering shaft cover (12)and tightening the 
screw M6x20 (13).

c. Inset the splined hub (10) to shaft (1), mounting 
steering wheel (9), spacer (8) and tightening nut M8 (7).
(Use the open end wrench 13-15 in accessories tools.)

d. Inset the steering wheel cover (6) into steering 
wheel and tightening two screws (11). (Use the cross 
screwdriver in accessories tools.)

NOTE
Pay attention to the direction when mounting the steering wheel.

4.2 FITTING THE SEAT
1 Remove the screws(1) and nuts(2).
2 Mount the seat on the plate using the 2pcs M8
nuts,and 2pcs screws.(Use the open end wrench 
13-15 in accessories tools.)
3 Inset the connector A onto switch B
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4.3 FITTING THE GUARDS FR DECK
4.3.1 Install the right guard under deck using three 
screws(1)and nuts M6(2).

4.3.2 Install the left guard under deck same way.

4.4 CONNECTING THE BATTERY
1. Remove the battery access hatch(01.8)

2. Connect the battery connectors to the machine 
connection leads and tighten the 2 screws. then 
cover the protective cap for the 2 wire is in place. 
(Use the open end wrench 8-10 and cross screwdriver 
in accessories tools)

3. Secure the battery with the small rubber strap.

This machine used the battery: 12V	   9Ah.

The battery is fully charged before leaving the factory. If the battery is found to be insufficient, please use a 
12V1A charger to charge the battery

The electrolytic fluid is a solution of sulphuric acid.
Danger: Sulphuric acid is poisonous

Danger: Sulphuric acid is corrosive Sulphuric acid 
can cause blindness or severe burns.

Danger: Keep out of reach of children

4.5 MOUNTING GRASS-CATCHER

1.Mounting the front bracket(3)on the Top frame(1), 
using four bolts M6x25 (4) and nuts M6 (5)(A.B)

2.Mounting the side stay pipe (2) on the Top frame(1) 
and front bracket(3) using four bolts M6x16 (6 and 
three nuts M6 (5),one long nut (7). (C,D)

3.Mounting the grass bag (9) on the frame 
component (8);

4.Mounting the cover on the frame component using 
six screws ST 4.8x30 (10).

5.Put the overturn lever (11) into the grass-catcher 
cover board and insert the nut (13) and the bolt (12).

Fitting the protection at the exit (grass-catcher)
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WARNING

1)Never use the machine without having fitted the
exit guards!

2)Attach the grass-catcher to the brackets and 
centreit up with the rear plate, so that the two 
reference marks coincide.

3)Make sure that the lower pipe of the grass-catcher
opening is attached to the pawl.

5 CONTROLS
The ride-on mower controls are described in the following

5.1 Controlling the engine speed (03)

NOTE
Please note that operating the controller while driving influences the speed!

For controller with integrated choke:
Pushing the controller (03/D) increases or reduces the engine speed; in the uppermost position, it engages 
the choke.

Use this position for starting the engine.
Mowing: In this position, the engine 
runs at maximum speed.

Idling: In this position, the engine runs at 
the lowest speed. 5.2 Ignition lock (04)

5.2 Ignition lock (04)

0 Engine off.The ignition key can be removed.
I Operating position for headlight when the engine is running.
II Operating position when the engine is running.
III Start position for starting the engine.Release the key as soon as the engine is running. It then springs 
back to operating position II.

5.3 Brake/clutch pedal (05)
Brake
•	 With foot hydrostat transmission: If you press the brake pedal (05/1) all the way down, the brake on the 

transmission is applied.
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The ride-on mower brakes.
Parking brake
Pulling the locking lever (05/2) upwards while the brake/clutch pedal (05/1) is pressed down locks the 
brake.
Pressing the pedal again releases the brake.

NOTE
The mower mechanism must be switched off to start the engine.

Selecting a gear

1. Press the brake/clutch pedal (05/1) down all the way when the engine is running.
2. Select the gear appropriate to the required direction of travel and driving speed.
3. To move off, slowly release the brake/clutch pedal (05/1).

NOTE
If you want to select a lower gear than the one that is engaged, first brake to reduce the speed of 
the ride-on mower until the speed matches the corresponding gear.

Direction of travel Description
Forwards Press the front pedal (07/1) to drive forwards.
Reverse Press the rear pedal (07/2) to drive backwards.

Note: The speed is limited when the mower mechanism is switched on.
Mowing in reverse (see chapter 7.6.2”Mowing in reverse”, page 20)

Moving off
Precondition: The engine is running.
1. Release the parking brake (03/B, 05/1).
2. Select the direction of travel (03/A).
Increasing the speed
The further you press the pedal, the faster your speed will be in the selected direction.
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5.5 Operating the mower mechanism (08)
Setting the cutting height
The ride-on mower’s mower mechanism can be set to various heights using an adjusting lever (08) on the 
left next to the operator’s seat.
Move the adjusting lever in the required direction (03/C,08):
•	 Lever downwards: low cutting height
•	 Lever upwards: high cutting height
Switching on the mower mechanism
1. Set the uppermost cutting height with the adjusting lever (08).
Note: The mower mechanism must always be started at the uppermost cutting height.
2. Pull the PTO (02/14) for switching on the mower mechanism . The mower mechanism is running.
3. Set the required cutting height with the adjusting lever (09/2).

WARNING!
Danger if assembly is not carried out completely!

6 START-UP

Do not operate the ride-on mower before it has been fully assembled!
Carry out all the work described in the assembly instructions. If you are uncertain about anything, ask a 
specialist to confirm that the assembly has been carout correctly before the machine is started up!
Check whether all safety and protective devices are in place and functioning correctly.

6.1 Checking the mower mechanism

Before use, always look and check whether the cutter, fastening pin and the entire mowing unit are worn or 
damaged. Worn or damaged blades must be renewed by new ones in order to avoid any imbalance.

6.2 Filling with oil (09)

NOTE
Also comply with the assembly instructions for filling the ride-on mower with engine oil for the 
first time.

NOTE
For more detailed information, please refer to the separate operating instructions for the engine

Note that the oil level must be checked at regular intervals and oil must be replenished if necessary.
Use a suitable funnel or a filler pipe when pouring in the oil so that no oil is spilled on the engine, the 
housing or the ground.
1. Fold the seat (09/1) forwards .
2. Unscrew the oil filler neck (09/2) cap.
3. Pour in oil (09/a) until the oil level can be seen between the MIN and MAX marks on the oil dipstick 
(09/3). Do not overfill the engine!
4. Screw the oil filler neck (09/2) cap on again.
5. Fold the seat (09/1) back.
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6.3 Filling with fuel (10)

WARNING!
Dangers when handling fuel!
Fuel is highly inflammable. Only fill the fuel tank outdoors! Do not smoke! Do not refuel when 
the engine is running or is hot!

NOTE
For more detailed information, please refer to the separate operating instructions for the engine.

Use a suitable funnel or a filler pipe when refuel-ling so that no fuel is spilled on the engine, deck or the 
ground.
For safety reasons, the fuel tank cap and other tank caps must be renewed if damaged.

Do not start the engine if the fuel has overflowed.

The ride-on mower must be removed from the area contaminated by fuel, and the spilled fuel must be 
absorbed and wiped away from the ground,the engine and the deck using a cloth.

Any attempt to start the mower must be avoided until the fuel vapours have evaporated.

Only keep the fuel in containers intended for this purpose.

Use lead-free petrol, min. RON 91.

Filling the tank
1. Switch off the engine and remove the ignition key.
2. Wait until the engine has cooled down somewhat (risk of explosion if the fuel catches fire!).
3. Fold the seat (10/1) forwards .
4. Open the tank cap (10/3) and pour the fuel into the tank (10/2) (10/a).
Note: Avoid overfilling the fuel tank!
5. Close the tank cap (10/3).
6. Fold the seat (10/1) back.

6.4 Check tyre pressure (11)
The correct tyre pressure is an important prerequisite for a correctly levelled mower deck, and hence for a 
uniformly mown lawn. Check the tyre pressure at regular intervals.
1. Park the ride-on mower on firm and level ground and remove the ignition key.
2. Wait for approx. 1 hour after operation to allow the tyre to cool down. The tyre pressure can only be 
measured correctly when the tyre is cool.
3. Unscrew the valve cap and press a tyre pressure meter onto the open valve.
4. Read off the tyre pressure and compare it with the values given on the tyre: 1.0 –1.4 bar.
5. If the tyre pressure is too low: Pump up the tyre using a commercially available foot pump.

NOTE
1 PSI = 0.07 bar.

6.5 Hooking in and removing the grass catcher (12)
Hooking in the grass catcher
1. Insert the tube (15/1) of the grass catcher into the brackets (12/2) on the ride-on mower (12/a). When 
doing so, grip the grass catcher by the handle and the side facing away from the ride-on mower.
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Note: The grass catcher must be hung in symmetrically.
2. Tilt the grass catcher downwards until it engages on the ride-on mower.
3. Check the grass catcher is correctly seated.

Remove the grass catcher
The grass catcher is removed in the reverse sequence.

6.6 Checking the safety devices

The safety devices must be checked each time before starting the ride-on mower.

WARNING!
Danger when checking the safety devices!
The safety devices may only be checked from the operator’s seat and when no other persons or 
animals are in the vicinity!

Perform all checks on a level surface so that the ride-on mower cannot roll away unintentionally.

6.6.1 Checking the brake contact switch (03, 04,05)

The brake contact switch ensures that the engine cannot be started if the brake is not applied.
Precondition: The engine is off.
1. Sit on the operator’s seat.
2. Release the parking brake by applying the brake/clutch pedal (03/G) or the brake pedal (05).
3. Release the brake/clutch pedal or the brake pedal again.
4. Attempt to start the engine, i.e. ignition key in position II (04).

NOTE
The engine is not allowed to start!

6.6.2 Checking the mower mechanism contact switch(PTO)

The mower mechanism contact switch ensures that the engine cannot be started if the mower mechanism 
is activated.
Precondition: The engine is off.
1.	 Sit on the operator’s seat.
2.	 Apply the brake/clutch pedal or the brake pedal.
3.	 Engage th mower mechanism (PTO).
4.	 Attempt to start the engine, i.e. ignition key in position III (04).

NOTE
The engine is not allowed to start!

6.6.3 Checking the seat contact switch (13)
The seat contact switch (13/1) ensures that the engine cuts off when nobody is on the operator’s seat when 
the mower mechanism is switched on or when the parking brake is not locked.
1. Sit on the operator’s seat.
2. Apply the brake/clutch pedal or the brake pedal .
3. Start the engine and let it run at maximum rpm .
4. Engage the mower mechanism.
5. Take your weight off the seat by standing up (do not get off!).
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NOTE
The engine must switch its elf off!

6.6.4 Checking the grass catcher contact switch (14, 15)
The grass catcher contact switch (14/1) ensures that the engine cuts off as soon as the grass
catcher is not hooked in correctly when the mower mechanism is switched on.
1.	 Sit on the operator’s seat.
2.	 Apply the brake/clutch pedal or the brake pedal .
3.	 Start the engine and let it run at maximum rpm .
4.	 Engage the mower mechanism .
5.	 Raise the empty grass catcher (15/1) slightly (15/a)

NOTE
The engine must switch itself off!

6.6.5 Visual inspection of the mower mechanism and belt covers
Check that the mower mechanism and belt covers are undamaged and thus prevent access to the mower 
mechanism and the drive belts. If damaged, contact a customer service workshop.

7 OPERATING THE RIDE-ON MOWER

WARNING!
Dangers due to inadequate knowledge of the ride-on mower!
Pay particular attention to all safety instructions!
Carry out all assembly and start-up work conscientiously. Ask the manufacturer if you have any 
doubts!

7.1 Fundamental preparatory measures

•	 Always wear tough slip-resistant shoes and long trousers while mowing. Never mow barefoot or when 
wearing open sandals.

•	 Check the complete area on which the rideon mower is to be used. Remove all stones, toys, sticks, 
wires, bones and other foreign objects which could be scooped up and flung out. Al-so pay attention to 
foreign objects during mowing.

•	 Carry out all the work described in the startup instructions. This applies in particular to checking the 
safety devices.

•	 Transporting objects on the ride-on mower is prohibited!

7.2 Use of accessories
WARNING!
Danger due to incorrect accessories or incorrect use of accessories!
Only ever use genuine accessories from the manufacturer!

Pay attention to the regulations on use in the supplied operating instructions!
Using unauthorised accessories, or using accessories incorrectly, can expose the operator and other 
persons to significant risks. The ride-on mower could be overloaded. This can lead to serious accidents.
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7.3 Pushing the ride-on mower (03, 16)
CAUTION!
Danger when pushing on slopes!
Only push the ride-on mower on horizontal surfaces! On slopes, the ride-on mower could roll 
downhill uncontrollably.

Pushing with foot hydrostat transmission for model TRM074H series
The bypass lever (16/1) is located at the rear in the lower area of the rear wall. Bypass release:
1. Pull out the bypass lever (16/1).
2. Release the parking brake . The ride-on mower can now be pushed.
3. After pushing, reset the bypass lever (16/1) to enable the hydrostatic transmission again

Switch off the engine
1. Shut off the mower mechanism(PTO) (02/14).
2. Move the engine speed controller (03/D) to the neutral position.
3. Fully depress the brake/clutch pedal (05/1) and lock it with the locking lever (05/2).
4. Turn the ignition key (04/1) to the “0” position.
5. Remove the ignition key.

WARNING!
Danger if the engine is hot!
When stopping the engine, ensure that hot engine components such as the silencer cannot set 
fire to objects or materials located nearby!

7.4 Starting and shutting off the engine
Starting the motor
1. Sit on the operator’s seat.
2. Fully depress the brake/clutch pedal (05/1) and lock it with the locking lever (05/2).
3. Make sure the mower mechanism(PTO) is not switched on.
4. With foot hydrostat transmission: Make sure that forwards or reverse padel is not pressed.
5. Move the engine speed controller (03/D) to the front end stop. The hare symbol is located there.
6. Insert the ignition key into the ignition lock (04/1).
7. Starting the engine :
•	 Turn the ignition key to position “III” and hold it there until the engine is running (04).
		  Note: To reduce strain on the starter battery, do not attempt to start for any longer
		  than about 5 seconds.
•	 Then release the ignition key; it automatically jumps to position “II”.
8. Move the engine speed controller (03/D) to the operating position.
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7.5 Driving with the ride-on mower

WARNING!
Danger in case of inappropriate speed!

Drive slowly, especially at the beginning, in order to familiarise yourself with the driving and braking 
behaviour of the ride-on mower!
Before each change of direction, adjust the driving speed so as to maintain control of the ride-on mower at 
all times and to prevent it from tipping over!

7.5.2 Starting off and stopping with foot hydrostat transmission for model TRM074H series
1. Depress the brake pedal (05/1) and hold it down.
2. Set the mower mechanism to the maximum cutting height .
3. Start the motor .
4. Release the brake pedal.
5. Slowly press the foot pedal for the required driving direction:
•	 Forwards: Foot pedal (07/1)
•	 Reverse: Foot pedal (07/2)
6. The further you press the pedal, the faster the ride-on mower will drive in the selected direction.
7. To stop, release the foot pedal and press the brake pedal (05/1).

NOTE
Each time on leaving the ride-on mower:
Depress the brake pedal and actuate the locking lever so that the ride-on mower cannot roll 
away!of the ride-on mower until the speed matches the corresponding gear.

7.5.3 Preparing to drive at temperatures below 10 °C
1. Make sure the mower mechanism is not switched on. To do this, check the position of the lever.
2. Start the engine and let it run for about 30 seconds to warm up and optimise the gear oil viscosity. You 
can then drive the ride-on mower. Do not switch on the mower mechanism (PTO)until the engine has been 
running for a few minutes.

7.5.4 Driving and mowing on slopes

WARNING!
Danger due to mistakes when driving on slopes!

Be particularly careful when driving on slopes! There is no such thing as a “safe” slope.
In particular, comply with the following safety instructions here!
Disengage the mower mechanism and add-on devices if the wheels spin or the vehicle stalls when driving 
on a slope.
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Then drive away down the slope slowly,straight along the fall line!
The weight of a full grass catcher increases the risk of the ride-on mower tipping over!
•	 Do not drive on gradients of more than 8° (15 %). Example: This corresponds to a change of 15 cm in 

height over a distance of 1 metre.
•	 Drive smoothly and don’t drop-off.
•	 Do not brake suddenly.
•	 Keep the driving speed low.
•	 Do not drive across the slope.
•	 Do not accelerate suddenly.
•	 Steer smoothly.
•	 Drive smoothly near ditches or embankments.

Adapt the driving speed to the conditions of the lawn in order to achieve a tidy mowing result. Select a 
maximum of 2/3 of the possible driving speed for mowing. The maximum speed of the ride-on mower is 
exclusively intended for driving without the mower mechanism switched on. Normally, the cutting height 
is 4 - 5 cm. This corresponds to the 2nd or 3rd detent of the height adjustment (03/C). Please mow with 
a higher cutting height if the grass is moist or wet. If the grass is very long, it is a good idea to mow in two 
passes. Set the mower mechanism to the maximum cutting height on the first pass. You can reduce it to the 
required height for the second pass.

7.6 Mowing with the ride-on mower

7.6.1 Switching on the mower mechanism
NOTE
Do not switch on the mower mechanism until the engine has been running for about one 
minute to warm up! The ride-on mower should not be standing in high grass when the mower 
mechanism is engaged.

Precondition: The engine is running and the engine speed controller (03/D) is in the operating position.

1. Set the uppermost cutting height with the ad justing lever (08).
Note: The mower mechanism must always be started at the uppermost cutting height.
2. Pull the PTO. The mower mechanism is running.
3. Set the required cutting height with the adjusting lever (08).
4. Moving off with the ride-on mower:
•	 Foot hydrostat transmission: see chapter7.5.2

7.6.2 Mowing in reverse
WARNING!
There is an accident risk when reverse mowing!
Pay attention to the area behind you when mowing in reverse!
Only mow in reverse when it is necessary to do so!

This machine has not been approved for mowing when it going reverse. The blades will stop when the 
machine go reverse by press the drive pedal towards «R». Press the Enable button for reverse mowing 
(02/13) can keep the blades rotating.
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7.6.3 Emptying the grass catcher (22, 23)

NOTE
An audible signal sounds when the grass catcher is full. The catcher should
be emptied now if not before.

The ride-on mower is equipped with a manually actuated grass catcher with operating lever.
•	 The grass catcher can be emptied from the operator’s seat.
•	 The engine cuts out if the grass catcher is lifted up or disconnected when the mower mechanism is 

switched on.
•	 The mower mechanism cannot be switched on unless the grass catcher is engaged correctly.

Emptying the grass catcher with operating lever
1. Pull the operating lever (17/1) out of the grass catcher (15/a).
2. Push the lever in the direction of travel so that the grass catcher opens (18/a).
3. Move the grass catcher backwards with the lever until the catcher engages.

7.6.4 Mowing interval

Please take into account that grass grows differently at different times. We recommend using a shorter 
interval between mowing during early spring. You can increase the mowing intervals as the growth rate of 
the grass begins to decline during the course of the year.
If you are unable to mow the grass for an extended period, you should initially select a higher cutting height 
setting, then re-mow two days later with a lower cutting height setting.

7.6.5 Mowing high grass

Mow with a higher cutting height adjustment when the grass is longer than normal or when it is wet. Then 
re-mow the grass with a lower, normal setting.

7.6.6 Cutting blade maintenance

Make sure that the cutting blade remains sharp for the entire mowing season to avoid shredding or tearing 
the blades of grass. Shredded grass blades turn brown on the edges. This reduces their growth and leaves 
the lawn prone to diseases.
•	 Check the cutting blade for sharpness and signs of wear or damage after each use! If necessary please 

contact a service workshop.
•	 If replacement is required, only use original manufacturer replacement blades.

Hazard while using the lawnmower
WARNING! All operations on the blade (dismantling, sharpening,
balancing, remounting and/or replacing) require a certain familiarity and
special tools. For safety reasons, go to a specialized centre if you do not
have the right tools or experience.
To remove the blade, hold it firmly wearing
strong gloves and undo the central screw(1).
Sharpen the two cutting edges using a medium
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grade grinding wheel and check the balance by
holding the blade up with a round Ø20 mm bar
inserted in the central hole.
To ensure that it works properly without
unusual vibrations any imbalance
between the two parts of the blade must
be below one gram.
WARNING! Always replace the damaged
or bent blade; never try to repair it!
ALWAYS USE MANUFACTURER’S GENUINE
REPLACEMENT BLADES BEARING
THE SYMBOL ‘’192901130101’’ !

WARNING! When re-fitting the
blade, always follow the indicated
sequence, making sure that the
blade’s wings are facing towards the
interior of the cutting deck and that
the concave part of the cup spring
(1) is pressing against the blade.
Tighten the fixing screw (2) using a
torque wrench set to 40-45 Nm. If the
shaft hub (3) came off when dismantling
the blade, make sure that the
key (4) is firmly in its right position.
The blade should be stop within 3s after the operator disengages the blade control level or leaves seat or 
open the grass catcher. If the blade does not stop quickly, please do not use the lawnmower and send in to 
authorized after-sales center for repair.

The ride-on mower must be cleaned regularly to ensure optimum function and a long service life.
Clean the ride-on mower and the grass catcher each time after use to remove adhering soiling.
Do not use a high-pressure cleaner for cleaning.
The water jet from a high-pressure cleaner or a garden hose can damage the electrical system or bearings.
In particular, make sure that no water comes into contact with the engine, transmission and deflection 
pulleys, as well as the entire electrical system.

8 CLEANING THE RIDE-ON MOWER

WARNING!
Dangers when cleaning!
During all cleaning work:

•	 Switch off the engine and remove the ignition key.
•	 Remove the spark plug connector.
•	 Protective devices removed for cleaning must be reinstalled afterwards.
•	 DANGER OF BURNS: Do not clean the lawn tractor until it has cooled down. The engine, transmission 

and silencer get very hot!
•	 DANGER OF LACERATIONS: When working on the cutters, pay attention to the sharp blades. In mowers 

with more than one blade, moving one cutter can cause the other to move as well!
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8.1 Cleaning the grass catcher

NOTE
Empty the grass catcher before cleaning as described. A full grass catcher is too heavy to be 
removed safely.

Removing the grass catcher
1. Shut off the engine (see chapter 7.4 “Starting and shutting off the engine”).
2. Remove the grass catcher (see chapter 6.5 “Hooking in and removing the grass catcher”).
Cleaning the grass catcher
1. Spray the inside and outside of the grass catcher with a water hose.
2. Carefully remove solid, adhering soiling, e.g. with a brush.
Note: Take particular care not to damage the fabric on grass catchers with a fabric covering.

8.2 Cleaning the deck, engine and transmission
Do not use water or a high-pressure cleaner to spray down the engine or any of the bearing points (wheels, 
transmission, blade bearing).
Water penetrating the ignition system, carburettor and air filter can cause malfunctions. Water in the 
bearing points can lead to loss of lubrication, and thus cause irreparable damage to the bearings.
Use a cloth, hand brush, long-handled paintbrush or similar for removing dirt and grass residues.
IMPORTANT!
Damage to the electrical system by penetrating water!
When cleaning the ride-on mower with water, make sure that no water enters the electrical system!

8.3 Cleaning the discharge channel
Regular cleaning ensures that the cutting height adjustment can be moved easily.

8.4 Cleaning the mowing system
There are connections for a 1/2” water hose coupling on the mower deck. The mowing system can be 
cleaned by connecting a water hose.
The grass catcher must be mounted during the cleaning process.
1. Connect the water hose (19/1) to the cleaning fitting (19/2) and turn on the water.
2. Start the engine and set it to a medium engine speed (see chapter 7.4 “Starting and shutting off the 
engine”).
3. Lower the mower mechanism to the lowest cutting height
4. Switch on the mower mechanism.
5. The mowing system will be cleaned within a few minutes.
6. Switch off the mower mechanism.
7. Switch off the engine.
8. Turn off the water and disconnect the hose (19/1).
9. Start the engine again and allow the mower mechanism to run for a few more minutes in
order to fling out the water.
10. Clean the grass catcher (see chapter 8.1 “Cleaning the grass catcher”).
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9 MAINTENANCE

WARNING!
Dangers during maintenance!
During all maintenance work:

Switch off the engine and remove the ignition key.
•	 Remove the spark plug connector.
•	 Protective devices removed for maintenance must be reinstalled afterwards.
•	 DANGER OF BURNS: Do not work on the ride-on mower until it has cooled down. The engine, transmis- 

sion and silencer get very hot!
•	 DANGER OF LACERATIONS: When working on the cutters, pay attention to the sharp blades. In mowers 

with more than one blade, moving one cutter can cause the other to move as well.
•	 Parts are only allowed to be renewed by genuine spare parts.
•	 If in doubt, always visit a specialist workshop or contact the manufacturer.

9.1 Maintenance schedule
The following jobs are allowed to be carried out by the user independently. All other maintenance, service 
and repair work must be carried out in an authorised service workshop. In addition, please also comply 
with the recommended annual lubrication tasks as indicated in the lubrication plan.

Activity Before 
each use

After 
each use

After the first 
5 hours

Every 25 
operating 

hours

Every 50 
operating 

hours

Each time 
before 

putting into 
storage

Checking the engine 
oil level *

X

Changing the engine 
oil *

X X

Cleaning the air filter 
*

X

Replacing the air filter 
*

X

Checking the spark 
plug *

X

Checking the brake 
(test braking on a 

straight path)

X
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Activity Before 
each use

After 
each use

After the 
first 5 hours

Every 25 
operating 

hours

Every 50 
operating 

hours

Each time 
before 

putting into 
storage

Check the tyre pressure X
Check the mowing blades X
Checking for loose parts X X
Checking V-belts (visual 

check)
X

Cleaning the ride-on 
mower

X X

Cleaning the air intake 
grille on the engine *

X

Cleaning the transmission 
to remove grass and 

mowing residues

X X

NOTE
It may be necessary to shorten the maintenance intervals compared to those stated in the 
table above in case of severe loading and at high temperatures.

* Refer to the operating instructions of the engine manufacturer

9.2 Lubricating plan
To ensure that moving parts can move freely, we recommend lubricating the following points at least once 
a year. Use a cloth to clean all points to be lubricated before greasing or spraying. Do not use water, so as to 
avoid possible corrosion.
Lubrication points:
•	 Spray oil onto the bearings of the front axle on the frame.
•	 Pivoting and bearing points: Lubricate all movable pivoting and bearing points.
NOTE
The front and rear wheels must be removed for greasing the axles and bearings.

9.3 Cleaning the air filter
The air filter must be cleaned according to the maintenance schedule. To remove the air filter proceed as 
follows:

IMPORTANT!
Risk of property damage!

Engine components can be damaged due to dirt ingress when cleaning the air filter!
•	 Make sure that the area surrounding the air filter is clean and that no dirt gets into the intake port of 

the engine when the air filter is pulled off.

1. Switch off the engine and remove the ignition key.
2. Wait until the engine has cooled down.
3. Remve the battery access hatch(01.8).
4. Unscrew the mounting bolt M10x25 and lift the frame.
5. Pull the air filter cover (2) upwards off the guide.
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6. Pull the air filter off the guide.
7. Clean the air filter or renew it if necessary.
8. Reinstall the air filter in reverse order and tighten the
mounting screw again.
9. Close the rear frame again:
•	 Screw the bolt m10.
•	 Close the battery access hatch.

9.4 Checking the spark plug
The spark plug must be checked according to the 
maintenance schedule and exchanged if necessary.
Spare spark plug:
Please note that the spare spark plug used by 
the equipment manufacturer may differ from the 
engine manufacturer’s specifications due to specific 
applications.

NOTE
For more detailed information, please refer
to the separate operating instructions
for the engine.

NOTE
All work on the spark plug is only allowed to be carried out when the engine
is stopped and has cooled down fully.

NOTE
Always replace the old spark plug with a new spark plug with the same characteristics.

1. Switch off the engine and remove the ignition key.
2. Wait until the engine has cooled down.
3. Remve the battery access hatch(01.8).
4. Unscrew the mounting bolt M10x25 and lift the frame.
5. Remove the spark plug connector (1) from the spark plug .
6. Unscrew the spark plug with the supplied spanner .
7. Check the electrode gap and reset it if necessary.
Note: The correct electrode gap can be found in the operating instructions from the engine manufacturer.
8. Screw the spark plug in to the end stop with the supplied spanner and tighten it.
9. Push the spark plug connector back onto the spark plug.
10. Close the rear frame again:
•	 Screw the bolt m10.
•	 Close the battery access hatch.

9.5 Starter battery
The ride-on mower scope of supply does not include a charger for the starter battery.
Precise battery designation: see battery box. The starter battery is located under the engine cover.
The starter battery is always supplied from the factory pre-charged.
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WARNING!
Danger if the starter battery is not handled correctly!

The following points must be complied with to avoid the dangers arising from incorrect handling of the 
battery!
•	 Do not store the starter battery in the immediate vicinity of naked flames, do not burn it or place it on 

heaters. Risk of explosion.
•	 Store the starter battery in a cool, dry room (10 - 15 °C) over the winter. Avoid storing at temperatures 

below the freezing point.
•	 Do not leave the starter battery without charge for a long period. If the starter battery is not used for a 

long period, it should be charged using a suitable charger.
•	 Do not smash the starter battery. The electrolyte (sulphuric acid) causes chemical burns to the skin and 

clothing – immediately rinse away with plenty of water.
•	 Keep the starter battery clean. Only wipe clean with a dry cloth. Do not use water, petrol, thinners or 

similar for this purpose.
•	 Keep the connection terminals clean and grease them with terminal grease.
•	 Do not short-circuit the connection terminals.

Charging the starter battery
Charging is required:
•	 Before putting into storage before the winter break.
•	 If the machine will not be used for a long time (longer than 3 months).

WARNING!
Danger if the starter battery is not charged correctly!

The charging current of the charger must not exceed 5 A, and the charging voltage can only be max. 14.4 
V. Risk of explosion of the starter battery if the charging current is more powerful! Always remove the 
ignition key before starting work on the battery.

We recommend charging this maintenance-free, gas-tight starter battery using a specifically suitable 
charger (which can be obtained through retail outlets).
Comply with the operating instructions of the charger manufacturer before and during charging of the 
starter battery.

CAUTION!
Danger of a short circuit!

To avoid a short circuit, always disconnect the negative cable (-) of the battery first, and reconnect it last! 
Always remove the ignition key before starting work on the battery!
1. Remove the ignition key.
2. Open the bonnet (01/2).
3. Connect the charger terminals to the connection terminals of the battery.

NOTE
Check the polarity:
•	 Red terminal = positive terminal (+)
•	 Black terminal = negative terminal (-)

1. Connect the charger to the mains and switch it on.
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10 TRANSPORT
When transporting the ride-on mower using transport equipment (e.g. passenger car trailer), the mower 
mechanism must be supported frombelow to reduce the strain on the mower mechanism mounting.
During transport, make sure that the means of transport has a sufficient load capacity and that the ride-on 
mower is suitably secured to prevent loss of fuel, damage or injury.

11 STORAGE
Before storage, the ride-on mower should be cleaning and maintenance.
Protection against weather effects
The ride-on mower should be parked where it is protected against the effects of weather, especially 
moisture, rain and lengthy exposure to direct sunlight. Particularly the UV radiation contained in sunlight 
can cause plastic parts to fade,and damage them, in the event of long-term exposure.
Parking the ride-on mower
Never store the ride-on mower with fuel in the tank inside a building in which fuel vapours may possibly 
come into contact with naked flames or sparks. Only park the ride-on mower in rooms that are suitable for 
storing motor vehicles.
Long periods of storage
If possible, the ride-on mower should not be stored for long periods, e.g. over winter, with a full fuel tank. 
The fuel can evaporate.
Before long-term storage, the fuel should be drained from the tank and the carburettor in order to avoid 
any build-up of deposits, which could result in problems when starting. Please contact your specialist 
workshop for advice.

12 HELP IN CASE OF MALFUNCTION

•	 Always wear protective gloves during maintenance, care and cleaning work.

CAUTION!
Risk of injury

Sharp-edged and moving appliance parts can lead to injury.

NOTE
For malfunctions that are not listed in this table or that you cannot resolve yourself, please 
contact our customer service.
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Malfunction Cause Remedy
Engine does not 
start.

Lack of fuel. Fill tank; check tank bleeding; check fuel 
filter

Poor quality, contaminated or old fuel in 
the dark.

Always use fresh fuel from clean contai-
ners; clean carburettor (customer servi-
ce workshop).

Air filter contaminated. Clean air filter.
No ignition spark. Clean the spark plug, replace wit a new 

one if necessary, check ignition cable, 
check ignition system (customer service 
workshop).

Too much fuel in engine combustion 
chamber due to repetaed starting at-
tempts.

Unsrew spark plug and dry off.

Grass catcher does 
not fill up.

Cutting height set too low. Correct the cutting height.
Grass is wet - it is too heavy to be tran-
sported by air stream.

Mow at a later time when lawn has 
dried out.

Blades severely worn down. Change blade. (Customer service work-
shop)

Grass in lawn too tall. Mow grass twice:
•	 1st pass: max, cutting height
•	 2nd pass: desired cutting height.

Fabric bag blocked - no air throughput. Clean fabric bag.
Discharge channel/mower deck conta-
minated.

Clean discharge channel/mower deck.

Travel drive, brake, 
clutch and mower 
mechanism.

Only have the check performed in a cu-
stomer service workshop!
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Malfunction Cause Remedy
Starter does not 
work

Starter battery flat or weakly charged. Charge starter battery.
Safety switch on operator’s seat does 
not function.

Sit on operator’s seat correctly; switch 
defective.

Safety switch on brake pedal does not 
function.

Press brake pedal down fully.

Mower mechanism switched on. Switch off mower mechanism.
Fuse on (+) cable of starter battery. Check fuse, replace if necessary.

Engine is losing 
power.

Grass too long or too wet. Correct the cutting heigh; make clea-
rance for mower mechanism by moving 
back a short distance.

Discharge channel/mower deck blocked Clean discharge channel/mower deck. 
Stop engine and take out ignition key!

Air filter contaminated. Clean air filter.
Carburettor setting incorrect. Have the setting checked (customer ser-

vice workshop).
Blades severely worn down. Replace blades (customer service work-

shop)
Driving speed too fast. Reduce driving speed.

Ride-on mower vi-
brates extensively.

Mower mechanism is damaged. Check mower mechanism (customer 
service workshop).

Rough cut. Blade worn, blunt. Renew or regrind blade. Reground 
blades must be rebalanced (customer 
serice workshop)!

Incorrect cutting height. Correct the cuting height.

Engine speed too slow Set maximum engine speed.
Driving speed too fast Reduce driving speed
Different tyre pressure at wheels. Inflate to correct air pressure. Read off 

correct tyre pressure on tyre.
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13 TECHNICAL DATA

Model TRM074H
Engine model LC1P85FA
Engine displacement 352 cm3
Nominal power: 6.5 kW
Max. engine speed: 2800min-1
Blade model: ZJ192901130101
Cutting width 74 cm
Sound pressure level at the operator LpA: 85.8 dB(A),

KpA: 3 dB(A)
Measured sound power level LWA: 96.35 dB(A),

KWA: 2.92 dB(A)
Guaranteed sound power level 
(2000/14/EC)

LWA: 100 dB(A)

Vibration Handarm ah: 2.48 m/s2, Kh: 1.5 m/s2
Whole body ah: 0.91 m/s2, Kh: 1.4 m/s2

Mass 164.5 kg
Driving speed Forward:0-7 km/h, Reverse 0-3.7 km/h

For all models
Blade screw tightening torque 40–45 Nm
Cutting height (on 7 levels) 30 – 90 mm
Front wheels 11 × 4.00-5
Rear wheels 15 × 6.00-6
Front wheel inflation pressure 1.2 bar
Rear wheel inflation pressure 1.2 bar
Electrical system 12 Vd.c.
Battery 9 Ah
Min. turning radius 65 cm
Capacity of fuel tank 4L

14 GUARANTEE
We will resolve any material or manufacturing faults on the appliance during the legal warranty period for 
claims relating to faults, in accordance with our choice either to repair or replace. The legal warranty period 
is determined by the legislation of the country in which the appliance was purchased.
Our warranty promise applies only if:
•	 These operating instructions are heeded
•	 The appliance is handled correctly
•	 Original spare parts have been used
The warranty becomes void in the case of:
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•	 Unauthorised repair attempts
•	 Unauthorised technical modifications
•	 Non-intended use
The guarantee excludes:

•	 Paint damage that can be attributed to normal wear and tear
•	 Wear parts that are marked with a frame xxxxxx (x) on the spare parts card
•	 Internal combustion engines (these are covered by the guarantee provisions of the corresponding 

engine manufacturers)
The guarantee period commences with purchase by the first end user. The date on the proof of purchase is 
decisive. In the event of a guarantee claim, please take this guarantee declaration and the original proof of 
purchase, and contact your dealer or the nearest authorised customer service centre. This statement does 
not affect the purchaser’s statutory claims for defects against the vendor.
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